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R 500m + 2.18m

R 600m + 2.62m

R 800m + 3.49m

R 1000m + 4.36m

R 1200m + 5.24m

R 1400m + 6.11m

R 1600m + 6.98m

R 1800m + 7.85m

R 2000m + 8.73m

R 0-499m + 0.00m
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BE NOTIFIED TO AIRWAYS FOR ASSESSMENT PRIOR TO CONSTRUCTION.
ANY NEW STRUCTURES THAT INFRINGE THE BRA AREAS WILL NEED TO4.

HEIGHT OF GROUND LEVEL AT THE RADAR SITE.
BE BELOW 4.36 METRES VERTICAL HEIGHT AS MEASURED FROM THE
E.G. AT 1000 METRES FROM THE RADAR CENTRE ANY BUILDING SHOULD

RADAR FACILITY AND CLIMBS AT AN ANGLE OF 0.25° FROM HORIZONTAL.
SURFACE THAT STARTS AT GROUND LEVEL AT THE CENTRE OF THE
OF THE RADAR FACILITY ANY BUILDING SHOULD BE BELOW A CONICAL
FOR RADIAL DISTANCES 500 METRES AND BEYOND FROM THE CENTRE3.

OF THE RADAR FACILITY THERE SHOULD BE NO BUILDINGS.
FOR RADIAL DISTANCES BELOW 500 METRES FROM THE CENTRE2.

RADAR (OMNI-DIRECTIONAL) FACILITY.
BUILDING RESTRICTED AREA (BRA) SHOWN FOR CHRISTCHURCH1.
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