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@ Trees in street frontage BB @ Indicative bin location for private waste collection* ! \\ [/ i - @@3‘787‘ :
{3 Treesin JOAL frontage ® ® ® Proposed retaining wall (<1m) | e
0 Trees in yard ® ® ® Proposed retaining wall (1-1.5m)
" Hedges in frontage ® ® ® Proposed retaining wall (1.5-2m)
Hedges in yard ® ® ® Proposed retaining wall (2-2.5m)
~ Groundcover mix ® ® ® Proposed retaining wall (2.5-3m)
|| Front yard mix 1 ® ® ® Proposed retaining wall (>3m)
D Front yard mix 2 *Lots with public street frontages will utilise council
|| Front yard mix 3 waste collection service via berms within the width
|| Shade planting mix 1 and 2 of each site
D Yard batter planting mix Split level wall to support outdoor living space above
. Revegetation planting mix in lots ~ Stepped retaining wall
*Refer to revegetation plans for details 1:1 Batter areas
. Asphalt

E Exposed aggregate concrete
D Standard concrete
- Standard concrete with black oxide

- Standard concrete with saw cuts for patio
- Timber decking

Concrete pavers in gravel for front entrance

00 Concrete pavers in gravel for yard connection

D Lawn
| | Bark

=m | etterbox

— 1.8m high boundary privacy fence, stain optional

—— 1.5m high boundary privacy fence, stain optional

1.8m high 50% visually permeable fence, stain/

paint/powdercoat finish OR 1.5m high fence

stain/paint/powdercoat finish

— 1.8m high open security fence, stain/paint/

powdercoat finish

— 1.2m high frontage fence, stain/paint/

powdercoat finish

—— 1.1m high safety from falling barrier, stain

optional/powdercoat finish
**Refer to sheets 2180/13-17 for detailed specification options

Client Project Drawing N Scale Issue Date Drawn -
Vineway Limited Delmore - 53A, 53B & 55 Rus_sell Road (Stage 2535/26 Stage 1 Lot Design Landscape Plan Part 8 @ 1:400@A1 19/12/2025 | TX/MP (:) gree nwood
1) and 88, 130 & 132 Upper Orewa Road 1.800@A3 Issue Checked associates
(Stage 2), Wainui, Auckland RCREV A MB




NOTES:

1. In the event of any discrepancies between retaining wall heights shown

on other specialist drawings and those on the architectural drawings, the o

architectural drawings shall take precedence.

2. Fence height near driveway visibility splays to be 0.9m. =

RETAINING WALLS: |
(=) (+)  WallHigh / Low Side Indicators
@ Trees in street frontage Bl e Indicative bin location for private waste collection*
. Trees in JOAL frontage ® ® ® Proposed retaining wall (<1m)

. Trees in yard ® ® ® Proposed retaining wall (1-1.5m)

> Hedges in frontage

> Hedges in yard

® ® ® Proposed retaining wall (1.5-2m)
® ® ® Proposed retaining wall (2-2.5m)

Groundcover mix ® ® ® Proposed retaining wall (2.5-3m)

Front yard mix 1 ® ® ® Proposed retaining wall (>3m)

Front yard mix 2 *Lots with public street frontages will utilise council
Front yard mix 3 waste collection service via berms within the width
Shade planting mix 1 and 2 of each site

Yard batter planting mix Split level wall to support outdoor living space above

Revegetation planting mix in lots . Stepped retaining wall

*Refer to revegetation plans for details 1.1 Batter aredas
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Timber decking

Concrete pavers in gravel for front entrance

Concrete pavers in gravel for yard connection
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1.8m high boundary privacy fence, stain optional
—— 1.5m high boundary privacy fence, stain optional

1.8m high 50% visually permeable fence, stain/
paint/powdercoat finish OR 1.5m high fence

stain/paint/powdercoat finish

— 1.8m high open security fence, stain/paint/
powdercoat finish

— 1.2m high frontage fence, stain/paint/
powdercoat finish

—— 1.1m high safety from falling barrier, stain

optional/powdercoat finish
**Refer to sheets 2180/13-17 for detailed specification options
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NOTES:

1. In the event of any discrepancies between retaining wall heights shown
on other specialist drawings and those on the architectural drawings, the
architectural drawings shall take precedence.

2. Fence height near driveway visibility splays to be 0.9m.

\ \ I I\‘\
RETAINING WALLS:
(=) (+)  WallHigh / Low Side Indicators
@ Trees in street frontage BB @ Indicative bin location for private waste collection*
o Trees in JOAL frontage ® ® ® Proposed retaining wall (<1m)
‘ Trees in yard ® ® ® Proposed retaining wall (1-1.5m)
" Hedges in frontage ® ® ® Proposed retaining wall (1.5-2m) - _a- =—— B ! 880 :.l g g
' v //// // [ . ! ] = r\::, - ] 4 .- —— ——
0 Hedges in yard ® ® ® Proposed retaining wall (2-2.5m) //// T 8960, | | - | RS N j_" 886  |oJEl'885 ‘884
~ Groundcover mix ® ® ® Proposed retaining wall (2.5-3m) P 7 = F | T , e n %] @m
- P | T : b
D Front yard mix 1 ® ® ® Proposed retaining wall (>3m) et — i 888 | | W e
- 897 nodr] \ . . )
D Front yard mix 2 *Lots with public street frontages will utilise council //// q*%L K P R— ‘. -
|| Front yard mix 3 waste collection service via berms within the width / — - / \ S /
D:l Shade planting mix 1 and 2 of each site 898 i
D Yard batter planting mix Split level wall to support outdoor living space above — — '
[ ] Revegetation planting mix in lots ~ Stepped retaining wall s s ! I S B R PR D
*Refer to revegetation plans for details 11 Batter areas ey - <, Ta | ]a A R . L . N —— —_ 1 E— ‘\‘T
4L S I B R / \
PO [ TN 1 RS ’ 1
] Asphailt 920~ B - 500 T ( 0
E Exposed aggregate concrete .”w. ] T 798 - : Qc 802
o4 [T . 799 800 801 a
|| Standard concrete SV ey D i i D oe®
. . NG B L 001 A oo (e | @ | <o B Al "L | ARl
|| Standard concrete with black oxide 921_ ok || AN —
00, u 1 - - - 4 o
|| Standard concrete with saw cuts for patio — F. .| clem s .,
fimber deckin et T S . T —~
- 7 éf S 702 ———] o : 61528_L_Ae___ A_ggg"“gl O ¢ :
Concrete pavers in gravel for front entrance .“'”””? ] [ T | S = W
Concrete pavers in gravel for yard connection el | T ..| ' — 797 803
: ass 903 r - - 0 i
|| Lawn < - = H < a
923_ ol | -
.| Bark — . o=
cal e 1, R —
=m | etterbox L : A;,! 904 L 796 804
\ﬁ S T 00| ; . g
924 00001 . | [— A A nq ,
' ) a 4 7 4
I | o o®e —
. . . . — A X g ! 905 ?} - | 7953 - 805
— 1.8m high boundary privacy fence, stain optional 925 4 B | @i 0
' | e ] B :
—— 1.5m high boundary privacy fence, stain optional Z - I gl -2 Pt
- e S —
1.8m high 50% visually permeable fence, stain/ 926 A, : 906 | st — 794 L 806
paint/powdercoat finish OR 1.5m high fence . Iéi — Vv Iril=
stain/paint/powdercoat finish —1 | o~ > : —er -
. . . . 927 .A: : oA 907 [ |l : 793 807:
— 1.8m high open security fence, stain/paint/ i R T o | —— 1
powdercoat finish — w_i - <L
— |§ 15327 hadiag] , =
— 1.2m high frontage fence, stain/paint/ 728 T 908 | .= Al 00 808
L > €« 9 T —
powdercoat finish I v e
H H H H N/ : A ——=_| i I: _Q/
—— 1.1m high safety from falling barrier, stain 929 R - 'i e : LR~ =
optional/powdercoat finish Z | ~q:~4 - | I = 1791 809
**Refer to sheets 2180/13-17 for detailed specification options R 'q.72| —r ' '
Client Project Drawing N Scale Issue Date Drawn

Vineway Limited Delmore - 53A, 53B & 55 Russell Road (Stage 2535/28 Stage 2 Lot Design Landscape Plan Part 2 @ 1400@Al 1971272025 | TX/MP ‘ ‘) gree nWOOd

1) and 88, 130 & 132 Upper Orewa Road 1:800@A3 | lssue “hecked associates
(Stage 2), Wainui, Auckland RC REV A MB




< S i I S W L1
929 . a7, - -
.| 909 e = T
: ., | > 791 809
: al o b
930 ) E— Al
g - 910 s = -
N | : : T
A “ . qéi l [T ; ‘7790 810) : /
— ) , - TR T i
931 0000t [ — < s
X 447 a <. |
4 | [ I = W\
4 | 911 R o o |
: o i 789 811 L
S s | S ay = T
970 1. T | [
1 ' 4 a 912] — o) ~
o = Lo R |
----- L 4 LSS Do W :
FRUE. 013 i 2
IR ; 6 e
2 4 787 813
ol a 2 P DN : 1
: oy o014 B s
< 4 | p = azam
. 786 814
4 7 4 <2 o N =) 7
o 4 915 P 55 /|
7 | LN ' H
620 . | : 785 815, 1 838D
\ | | 1 \\ / A4 ‘ } === < N i N A . § AN h /\ l\: ~ .
RETAINING WALLS: 0 . A: 016 ] P : I ! o
p——— 7T . ==
Wall High / Low Side Indicat ' ’ ' : "
@ @ all High / Low Side Indicators ﬁ ) ) ﬁ ) B qﬁ‘ ) a 5 « 784 816 : S p837
@ Trees in street frontage . ) ) . ) 1 ) S 017 % - =t = —
| 938 937 936 935-alE 934 9331 | 932+ | S— - - al | o S
@ Trees in JOAL frontage o | - a P & b s s e 7T
. | | | | | | | ) o B N 836
@ Teesinyad B~ W & | el Il RYsis E— rr\;; 1783 8171 RS
g |-l [ @ [ e e [l [ @ e b | o o Ao e T ] M : [T
> Hedges in frontage ‘ ’ ’ ’ of Y P ) : 18—~ o-0-0 0-8- o~
‘ a ° A ! Q. 2
' s | Ty T . 835
Hedges in yard ) 4. WSS, : 1782 8181 . ~
D Groundcover mix ' | S ; T TR T80T ¥ L1 &
D Front yard mix 1 - 4 4 B 834
D Front yard mix 2 - 1o o ; —
|| Front yard mix 3 — / 4 il L . | k833
|| Shade planting mix 1 and 2 [ = — - / - / —{Hnl _ m : o T
= n= “| @ | E - | : :
| Yard batter planting mix N T = = = . LB ) : 951 i e 780. | | ?20 T 1 - 832
[ ] Revegetation planting mix in lots s - e I B B 1 e A B B el ¢ : I: / ;
. . n 1D N > N 1D N % > o RN X | : . \=a '
*Refer to revegetation plans for details Be - 1 Lada [k — e INAre & 4 | | ' W , : < ‘
D I D I D | D | . i ) 177910 821l L pt 831
b =1L IS 5 5 | & 1533 : r o . B EET o R =2 R z R
] Asphalt 942 944 ‘ 950 ) o [ P~ L
939 941 945 s |
E Exposed aggregate concrete 940 946 e 4 | 5 ) . 830
! - T
| | Standard concrete i: ) 8 M8 822 - .
| - ) - 949 < EIDE B .
- Standard concrete with black oxide i' 820
). - u .
' ' . < — UJ—E T
- Standard concrete with saw cuts for patio ) ‘777‘3&] *- g23l s T
' ' P ; = == — —
|| Timber decking |: ) ! H—IJ’ s | ZIBEET [ T o < ) 88
. Lo 948 I A
Concrete pavers in gravel for front entrance || i o, —
= : : 'A 4 q ‘ i _u It ulu [ W] g = =
Concrete pavers in gravel for yard connection = T=//0m iy — T
- . BT [ e B a |
D Lawn - CIB L R 827
BCIrk Ay e o — — . e
I:I | - ‘7753& @@825 i ®
== | etterbox : R,
[/ « AEIBR RIS g FEED, - -
BB @ Indicative bin location for private waste collection* 7, o s s
® ® ® Proposed retaining wall (<1m) — LS4 = 826 |
1.8m hi i i i « 4 [EIBEE )8 LR EECD -
— 1.8m high boundary privacy fence, stain optional ® ® ® Proposed retaining wall (1-1.5m) B Dobal L LD def] S ==
: : : . A Q
—— 1.5m high boundary privacy fence, stain optional ® ® ® Proposed retaining wall (1.5-2m) o -@77351
(|
1.8m high 50% visually permeable fence, stain/ ® ® ® Proposed retaining wall (2-2.5m) I 1 ]l @ 469
paint/powdercoat finish OR 1.5m high fence ® ® ® Proposed retaining wall (25-3m) Sudhy N
5- : e
stain/paint/powdercoat finish . ¢ 720 -
® ® ® Proposed retaining wall (>3m) ] ——= >
— 1.8m high open security fence, stain/paint/ . . o ,
5 d pf. <h Y P *Lots with public street frontages will utilise council A ft?ﬁ% .
owaercoat finis 4 g \
P waste collection service via berms within the width .
— 1.2m high frontage fence, stain/paint/ . s o ”
'« of each site NOTES: 77105 <
powdercoat finish ﬁ ¢ " os b . I heights sh P; Q@?@ :
. . . . Split level wall to support outdoor living space above L N the event of any discrepancies between retaining wall heights shown 742«@
—— L1m high safety from falling barrier, stain st d retain ' on other specialist drawings and those on the architectural drawings, the
. " epped retaining wa , :
optional/powdercoat finish ) PP J architectural drawings shall take precedence. .
**Refer to sheets 2180/13-17 for detailed specification options 1.1 Batter areas 2. Fence height near driveway visibility splays to be 0.9m.
B
4
//
Client Project Drawing N Scale Issue Date Drawn

Vineway Limited Delmore - 53A, 53B & 55 Russell Road (Stage 2535/29 Stage 2 Lot Design Landscape Plan Part 3 @ 1.400@A1 19/12/2025 | TX/MP ‘ ‘) gree nWOOd

1) and 88, 130 & 132 Upper Orewa Road 1:800@A3 | lssue “hecked associates
(Stage 2), Wainui, Auckland RC REV A MB




NOTES:
= = = = IR 1. In the event of any discrepancies between retaining wall heights shown
/ : on other specialist drawings and those on the architectural drawings, the
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2. Fence height near driveway visibility splays to be 0.9m.
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NOTES:

1. In the event of any discrepancies between retaining wall heights shown
on other specialist drawings and those on the architectural drawings, the
architectural drawings shall take precedence.

2. Fence height near driveway visibility splays to be 0.9m.
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lit level wall t t out livi
—— 1.1m high safety from falling barrier, stain Splitievel wallto support outdoor living space above

optional/powdercoat finish " Stepped retaining wall

L
**Refer to sheets 2180/13-17 for detailed specification options 1.1 Batter areas

Client Project Drawing N Scale Issue Date Drawn

Vineway Limited Delmore - 53A, 53B & 55 Russell Road (Stage 2535/32 Stage 2 Lot Design Landscape Plan Part 6 @ 1.400@A1 19/12/2025 | TX/MP ‘ ‘) gree nWOOd

1) and 88, 130 & 132 Upper Orewa Road 1:800@A3 | lssue “hecked associates
(Stage 2), Wainui, Auckland RC REV A MB




NOTES:

1. In the event of any discrepancies between retaining wall heights shown
on other specialist drawings and those on the architectural drawings, the
® ® ® Proposed retaining wall (1-1.5m) architectural drawings shall take precedence.

® ® ® Proposed retaining wall (1.5-2m) 2. Fence height near driveway visibility splays to be 0.9m.

BP @ Indicative bin location for private waste collection*

® ® ® Proposed retaining wall (<1m)

® ® ® Proposed retaining wall (2-2.5m)
® ® ® Proposed retaining wall (2.5-3m)
® ® ® Proposed retaining wall (>3m)

*Lots with public street frontages will utilise council

waste collection service via berms within the width

of each site

Split level wall to support outdoor living space above

. Stepped retaining wall
1:1 Batter areas

RETAINING WALLS:

(=) (+)  WallHigh / Low Side Indicators
@ Trees in street frontage

{3 Treesin JOAL frontage

‘ Trees in yard

€ Hedges in frontage

> Hedges in yard

Groundcover mix

Front yard mix 1
Front yard mix 2
Front yard mix 3
Shade planting mix 1 and 2

Yard batter planting mix

Revegetation planting mix in lots

*Refer to revegetation plans for details

Asphalt

Exposed aggregate concrete

Standard concrete

Standard concrete with black oxide

Standard concrete with saw cuts for patio
Timber decking

Concrete pavers in gravel for front entrance
Concrete pavers in gravel for yard connection
Lawn

Bark

Letterbox

DO epEREODE ECOEEmO

1.8m high boundary privacy fence, stain optional
—— 1.5m high boundary privacy fence, stain optional

1.8m high 50% visually permeable fence, stain/
paint/powdercoat finish OR 1.5m high fence

stain/paint/powdercoat finish

— 1.8m high open security fence, stain/paint/
powdercoat finish

— 1.2m high frontage fence, stain/paint/
powdercoat finish

—— 1.1m high safety from falling barrier, stain

optional/powdercoat finish

**Refer to sheets 2180/13-17 for detailed specification options

Client Project Drawing N Scale Issue Date Drawn

Vineway Limited Delmore - 53A, 53B & 55 Russell Road (Stage 2535/33 Stage 2 Lot Design Landscape Plan Part 7 @ 1400@Al 1971272025 | TX/MP ‘ ‘) gree nWOOd

1) and 88, 130 & 132 Upper Orewa Road 1:800@A3 | lssue “hecked associates
(Stage 2), Wainui, Auckland RC REV A MB
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RETAINING WALLS:

(=) (+)  WallHigh / Low Side Indicators

@ Trees in street frontage
{3 Treesin JOAL frontage

. Trees in yard
> Hedges in frontage

> Hedges in yard

D Groundcover mix

D Front yard mix 1

- Front yard mix 2

. Front yard mix 3

D:[ Shade planting mix 1 and 2
D Yard batter planting mix

. Revegetation planting mix in lots

*Refer to revegetation plans for details

] Asphalt ,' ‘ r «'21;\‘; &) 7 ‘ frce
| ] Exposed aggregate concrete A a S | "
D Standard concrete

- Standard concrete with black oxide

- Standard concrete with saw cuts for patio
- Timber decking

Concrete pavers in gravel for front entrance

Concrete pavers in gravel for yard connection

D Lawn
| | Bark

=m | etterbox

.
<<<<<<
N

4
——————
N

BB @ Indicative bin location for private waste collection*

® ® ® Proposed retaining wall (<1m)

— 1.8m high boundary privacy fence, stain optional ® ® ® Proposed retaining wall (1-1.5m)

—— 1.5m high boundary privacy fence, stain optional ® ® ® Proposed retaining wall (1.5-2m)

1.8m high 50% visually permeable fence, stain/ ® ® @ Proposed retaining wall (2-2.5m)

paint/powdercoat finish OR 1.5m high fence ® ® @ Proposed retaining wall (2.5-3m)

tain/paint/powd t finish
stain/paint/powaercoat finis ® ® ® Proposed retaining wall (>3m)

— 1.8m high open security fence, stain/paint/
Inep o Y P *Lots with public street frontages will utilise council
powdercoat finish , . , o ,
waste collection service via berms within the width

of each site NOTES:

Split level wall to support outdoor living space above 1. In the event of any discrepancies between retaining wall heights shown
on other specialist drawings and those on the architectural drawings, the
architectural drawings shall take precedence.

2. Fence height near driveway visibility splays to be 0.9m.,

— 1.2m high frontage fence, stain/paint/

powdercoat finish

—— 1.1m high safety from falling barrier, stain

optional/powdercoat finish " Stepped retaining wall

L
**Refer to sheets 2180/13-17 for detailed specification options 1.1 Batter areas

Client Project Drawing N Scale Issue Date Drawn

Vineway Limited Delmore - 53A, 53B & 55 Russell Road (Stage 2535/34 Stage 2 Lot Design Landscape Plan Part 8 @ 1.400@A1 19/12/2025 | TX/MP ‘ ‘) gree nWOOd

1) and 88, 130 & 132 Upper Orewa Road 1:800@A3 | lssue “hecked associates
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RETAINING WALLS:

O ®

@ Trees in street frontage
{3 Treesin JOAL frontage
. Trees in yard -
¢ Hedges in frontcge o - i \\\\\%\\\\
> Hedges in yard

Wall High / Low Side Indicators

i

el
=1

Groundcover mix
Front yard mix 1
Front yard mix 2

Front yard mix 3

Shade planting mix 1 and 2
Yard batter planting mix
Revegetation planting mix in lots

*Refer to revegetation plans for details

Asphalt

Exposed aggregate concrete
Standard concrete |
Standard concrete with black oxide p—
Standard concrete with saw cuts for patio
Timber decking

Concrete pavers in gravel for front entrance
Concrete pavers in gravel for yard connection
Lawn

Bark

Letterbox

DO epEREODE ECOEEmO

BB Indicative bin location for private waste collection*

1.8m high boundary privacy fence, stain optional ® ® @ Proposed retaining wall (<1m)

—— 1.5m high boundary privacy fence, stain optional ® ® @ Proposed retaining wall (1-1.5m)

1.8m high 50% visually permeable fence, stain/ @ ® @ Proposed retaining wall (1.5-2m)
paint/powdercoat finish OR 1.5m high fence

® ® ® Proposed retaining wall (2-2.5m)
stain/paint/powdercoat finish

. . . . ® ® ® Proposed retaining wall (2.5-3m)
— 1.8m high open security fence, stain/paint/

o®e ini >
powdercoat finish Proposed retaining wall (>3m)

— 1.2m high frontage fence, stain/paint/ Lots with public street frontages will utilise council

NOTES:
1. In the event of any discrepancies between retaining wall heights shown
on other specialist drawings and those on the architectural drawings, the
architectural drawings shall take precedence.

2. Fence height near driveway visibility splays to be 0.9m.

L waste collection service via berms within the width
powdercoat finish

of each site

—— 1.1m high safety from falling barrier, stain

optional/powdercoat finish Split level wall to support outdoor living space above

**Refer to sheets 2180/13-17 for detailed specification options

. Stepped retaining wall
1:1 Batter areas

Client Project Drawing N Scale Issue Date Drawn -

Vineway Limited Delmore - 53A, 53B & 55 Rus_sell Road (Stage 2535/35 Stage 2 Lot Design Landscape Plan Part 9 @ 1.400@A1 19/12/2025 | TX/MP (:) gree nwood
1) and 88, 130 & 132 Upper Orewa Road 1.800@A3 Issue Checked associates
(Stage 2), Wainui, Auckland RCREV A MB




NOTES:

1. In the event of any discrepancies between retaining wall heights shown
on other specialist drawings and those on the architectural drawings, the
architectural drawings shall take precedence.

2. Fence height near driveway visibility splays to be 0.9m.

B @ Indicative bin location for private waste collection*

-

® ® ® Proposed retaining wall (<1m)

® ® ® Proposed retaining wall (1-1.5m)

® ® ® Proposed retaining wall (1.5-2m)

® ® ® Proposed retaining wall (2-2.5m)
® ® ® Proposed retaining wall (2.5-3m)
® ® ® Proposed retaining wall (>3m)

*Lots with public street frontages will utilise council

waste collection service via berms within the width

of each site

Split level wall to support outdoor living space above

. Stepped retaining wall
1:1 Batter areas

RETAINING WALLS:

(=) (+)  WallHigh / Low Side Indicators
@ Trees in street frontage

{3 Treesin JOAL frontage

O Trees in yard

> Hedges in frontage

Hedges in yard

D Groundcover mix

Front yard mix 1

Front yard mix 2

Front yard mix 3

Shade planting mix 1 and 2
Yard batter planting mix
Revegetation planting mix in lots
*Refer to revegetation plans for details
Asphalt

Exposed aggregate concrete
Standard concrete

// % %
////////////
///////////

. : : ‘ A § “pmmmsm————im
Standard concrete with saw cuts for patio ) / , R ' & -

-

Timber decking

Concrete pavers in gravel for front entrance
Concrete pavers in gravel for yard connection
Lawn

Bark

Letterbox

D EREECDNE BOEEpED

7
Uiy,

1.8m high boundary privacy fence, stain optional |
—— 1.5m high boundary privacy fence, stain optional : N A ; |

1.8m high 50% visually permeable fence, stain/

paint/powdercoat finish OR 1.5m high fence

stain/paint/powdercoat finish

)
W

— 1.8m high open security fence, stain/paint/

/
7

V
Wi
)

) /
I /

V)

powdercoat finish
— 1.2m high frontage fence, stain/paint/
powdercoat finish

—— 1.1m high safety from falling barrier, stain

optional/powdercoat finish
**Refer to sheets 2180/13-17 for detailed specification options

Client Project Drawing N Scale Issue Date Drawn -

Vineway Limited Delmore - 53A, 53B & 55 Rus_sell Road (Stage 2535/36 Stage 2 Lot Design Landscape Plan Part 10 1.400@A1 19/12/2025 | TX/MP (:) gree nwood
1) and 88, 130 & 132 Upper Orewa Road 1.800@A3 Issue Checked associates
(Stage 2), Wainui, Auckland RCREV A MB




£ BB Indicative bin location for private waste collection*
® ® ® Proposed retaining wall (<1m)
® ® ® Proposed retaining wall (1-1.5m)
< 8 ¢ ® ® ® Proposed retaining wall (1.5-2m)
A | / AN : : ® ® ® Proposed retaining wall (2-2.5m)
1218 » \ AN ® ® ® Proposed retaining wall (2.5-3m)

2 O SR ® ® ® Proposed retaining wall (>3m)

L2

4 *Lots with public street frontages will utilise council

1175% waste collection service via berms within the width
E of each site

1176% & 4 Split level wall to support outdoor living space above
\ - P ~ Stepped retaining wall
« O R 1.1 Batter areas

/1196 1177 : 1174

2 . /1173

RETAINING WALLS: R . ) S fe 1172
| ide Indl 1193 R/ Y& ,
(=) (+)  WallHigh / Low Side Indicators . . ‘ /11539 h
@ Trees in street frontage . SN
N N\ 1181 ; /- N171
{3 Treesin JOAL frontage 3 ; ./,
O Trees in yard ; ‘
. : SN 1182 /1170 + R
> Hedges in frontage =y /1191 ~ N A [ 1149 | } ‘
/ e : | :
Hedges in yard 1227 7% . : 74 ] /; p '
Qe 1183 ‘ . ! [ = psg—< )
/1751169 /5 X s 4

Groundcover mix 1190 A S

Front yard mix 1 3 4 ; / / 711569 ™ l Y % 1148 /7
| 3 1184 : ' N |
Front yard mix 2 : 1189 /-7~1168 ) ?
AR % , /il~'*|" [ ) m
Front yard mix 3 / ) Cy : /o 1157 '
Shade planting mix 1 and 2 < ' N e
PIanting 1188 : /1167 : s TGOS : . T

Yard batter planting mix

Revegetation planting mix in lots ] = LN A : ’ 4 Y % 1540
1151]

*Refer to revegetation plans for details

Asphalt ~ 1187. 4;:1\':4 4 R , . 4 - )
Exposed aggregate concrete TR0 ‘q A3 1144 44" & 115'2 )
I 4, B - —
' ' ' ~ ITAS y 1541 o B 71160/ 4 o .
Standard concrete with black oxide 1228 A 7N y 41165\‘;/ N i
: [ 4 \

Standard concrete :

S 2 N :
Sk (o =N [B[w]m]
1

Standard concrete with saw cuts for patio h / f. 164 L SINE :

Timber decking 78 > Y y AN / ) A | 1140 5 :
. s 1229 / 4 < g illég\;/ a q;;n = 1141 0 + ‘ llBQjL | 1138%
Concrete pavers in gravel for front entrance / LS /

Concrete pavers in gravel for yard connection ‘ 1230 4 / S Ny 1162799 1 a0 -y e A '
<

Lawn > 1231 y ; ' ] . i .

N
[N

Bark 78 SR o Ry N 1161 ; e |
Letterbo \ 7 < | 3 + <’
roox A S - -
f 1233 ~ W BN XY\ ] e o as—  §F 2/ N7 g ) N T e e | A

D EEEEDE BOEpmO

1234 / . Ny - y

1.8m high boundary privacy fence, stain optional

—— 1.5m high boundary privacy fence, stain optional ‘ | N

. . , 1235 {236 :
1.8m high 50% visually permeable fence, stain/ N |

paint/powdercoat finish OR 1.5m high fence /7 7/ /1238 —

stain/paint/powdercoat finish

— 1.8m high open security fence, stain/paint/

powdercoat finish - y
— 1.2m high frontage fence, stain/paint/ /
NOTES: /
1. In the event of any discrepancies between retaining wall heights shown :
—— L1.1Im high safety from falling barrier, stain on other specialist drawings and those on the architectural drawings, the

optional/powdercoat finish architectural drawings shall take precedence.
**Refer to sheets 2180/13-17 for detailed specification options 2. Fence he|ght near driveway VISIbIlIty splcys to be 0.9m.

powdercoat finish

Client Project Drawing N Scale Issue Date Drawn

Vineway Limited Delmore - 53A, 53B & 55 Russell Road (Stage 2535/37 Stage 2 Lot Design Landscape Plan Part 11 @ 1.400@A1 19/12/2025 | TX/MP ‘ ‘) gree nWOOd

1) and 88, 130 & 132 Upper Orewa Road 1:800@A3 | lssue “hecked associates
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RETAINING WALLS:

(=) (+)  WallHigh / Low Side Indicators
@ Trees in street frontage

{3 Treesin JOAL frontage

O Trees in yard

> Hedges in frontage

Hedges in yard

D Groundcover mix

D Front yard mix 1

D Front yard mix 2

. Front yard mix 3

U] Shade planting mix 1 and 2

D Yard batter planting mix

. Revegetation planting mix in lots

*Refer to revegetation plans for details

. Asphalt
E Exposed aggregate concrete

D Standard concrete

- Standard concrete with black oxide

- Standard concrete with saw cuts for patio
- Timber decking

Concrete pavers in gravel for front entrance

Concrete pavers in gravel for yard connection

D Lawn
| | Bark

=m | etterbox

— 1.8m high boundary privacy fence, stain optional

—— 1.5m high boundary privacy fence, stain optional
1.8m high 50% visually permeable fence, stain/
paint/powdercoat finish OR 1.5m high fence
stain/paint/powdercoat finish

— 1.8m high open security fence, stain/paint/
powdercoat finish

— 1.2m high frontage fence, stain/paint/
powdercoat finish

—— 1.1m high safety from falling barrier, stain

optional/powdercoat finish
**Refer to sheets 2180/13-17 for detailed specification options

BB @ Indicative bin location for private waste collection*
® ® ® Proposed retaining wall (<1m)

® ® ® Proposed retaining wall (1-1.5m)

® ® ® Proposed retaining wall (1.5-2m)

® ® ® Proposed retaining wall (2-2.5m)

® ® ® Proposed retaining wall (2.5-3m)

® ® ® Proposed retaining wall (>3m)

*Lots with public street frontages will utilise council
waste collection service via berms within the width
of each site

Split level wall to support outdoor living space above

. Stepped retaining wall
1:1 Batter areas
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NOTES:

1. In the event of any discrepancies between retaining wall heights shown
on other specialist drawings and those on the architectural drawings, the
architectural drawings shall take precedence.

2. Fence height near driveway visibility splays to be 0.9m.
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NOTES:

1. In the event of any discrepancies between retaining wall heights shown
on other specialist drawings and those on the architectural drawings, the
architectural drawings shall take precedence.

2. Fence height near driveway visibility splays to be 0.9m.

RETAINING WALLS:

(=) (+)  WallHigh / Low Side Indicators

@ Trees in street frontage Bl e Indicative bin location for private waste collection*
o Trees in JOAL frontage ® ® ® Proposed retaining wall (<1m)
. Trees in yard ® ® ® Proposed retaining wall (1-1.5m)
> Hedges in frontage ® ® ® Proposed retaining wall (1.5-2m)
> Hedges in yard ® ® ® Proposed retaining wall (2-2.5m)
Groundcover mix ® ® ® Proposed retaining wall (2.5-3m)
Front yard mix 1 ® ® ® Proposed retaining wall (>3m)
Front yard mix 2 *Lots with public street frontages will utilise council
Front yard mix 3 waste collection service via berms within the width
Shade planting mix 1 and 2 of each site
Yard batter planting mix Split level wall to support outdoor living space above
Revegetation planting mix in lots ~ Stepped retaining wall
*Refer to revegetation plans for details 1.1 Batter aredas I/
Asphalt /////l/

Exposed aggregate concrete

/ L

Standard concrete

Standard concrete with black oxide //%
Standard concrete with saw cuts for patio ) ! -
Timber decking — A
Concrete pavers in gravel for front entrance
Concrete pavers in gravel for yard connection
Lawn

Bark

Letterbox

DO epEREODE ECOEEmO

1.8m high boundary privacy fence, stain optional

—— 1.5m high boundary privacy fence, stain optional
1.8m high 50% visually permeable fence, stain/
paint/powdercoat finish OR 1.5m high fence
stain/paint/powdercoat finish

— 1.8m high open security fence, stain/paint/
powdercoat finish

— 1.2m high frontage fence, stain/paint/
powdercoat finish

—— 1.1m high safety from falling barrier, stain

optional/powdercoat finish
**Refer to sheets 2180/13-17 for detailed specification options

Client Project Drawing N Scale Issue Date Drawn

Vineway Limited Delmore - 53A, 53B & 55 Russell Road (Stage 2535/39 Stage 2 Lot Design Landscape Plan Part 13 @ 1400@Al 1971272025 | TX/MP ‘ ‘) gree nWOOd
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1. In the event of any discrepancies between retaining wall heights shown
on other specialist drawings and those on the architectural drawings, the
architectural drawings shall take precedence.
2. Fence height near driveway visibility splays to be 0.9m.
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RETAINING WALLS:

(=) (+)  WallHigh / Low Side Indicators
@ Trees in street frontage

{3 Treesin JOAL frontage

‘ Trees in yard

€ Hedges in frontage

> Hedges in yard

D Groundcover mix

D Front yard mix 1

D Front yard mix 2

. Front yard mix 3

D:l Shade planting mix 1 and 2
D Yard batter planting mix

. Revegetation planting mix in lots

*Refer to revegetation plans for details

. Asphalt
E Exposed aggregate concrete

D Standard concrete

- Standard concrete with black oxide

- Standard concrete with saw cuts for patio
- Timber decking

00 Concrete pavers in gravel for front entrance

s—

00 Concrete pavers in gravel for yard connection

D Lawn
| | Bark

=m | etterbox

BB @ Indicative bin location for private waste collection*

® ® ® Proposed retaining wall (<1m)

— 1.8m high boundary privacy fence, stain optional ® ® ® Proposed retaining wall (1-1.5m)

— 1.5m high boundary privacy fence, stain optional ® ® ® Proposed retaining wall (1.5-2m)

1.8m high 50% visually permeable fence, stain/ ® ® @ Proposed retaining wall (2-2.5m)

paint/powdercoat finish OR 1.5m high fence ® ® @ Proposed retaining wall (2.5-3m)
tain/paint/ d t finish
stain/pant/powasrcoat finis ® ® ® Proposed retaining wall (>3m)
— 1.8m high ity f , stain/paint/
M NIGN Open SeCUTIY Tenee, stain/pain *Lots with public street frontages will utilise council
powdercoat finish . . . - .
waste collection service via berms within the width

— 1.2m high frontage fence, stain/paint/ of each site

powdercoat finish

lit level wall t t out livi
—— 1.1m high safety from falling barrier, stain Splitievel wallto support outdoor living space above

optional/powdercoat finish " Stepped retaining wall

**Refer to sheets 2180/13-17 for detailed specification options 1:1 Batter areas
Client Project Drawing N Scale Issue Date Drawn -
Vineway Limited Delmore - 53A, 53B & 55 Russell Road (Stage 2535740 Stage 2 Lot Design Landscape Plan Part 14 @ 1:400@A1 19/12/2025 | TX/MP ‘ gree nwood
1) and 88, 130 & 132 Upper Orewa Road 1.800@A3 Issue Checked associates
(Stage 2), Wainui, Auckland RCREV A MB
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