
Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

BA Bark mulch

LA Lawn

Level Threshold

LB Letterbox

FL Compact Fold Down Clothesline
AC A/C unit cover
TE Timber edging

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements

Heat pump cover

Level threshold entry

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Austral Compact 29 

Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

Bark mulch (all garden beds)

Lawn

Level Threshold (TBC at detail stage)

Letterbox (location TBC at detail 
stage)

FL Compact Fold Down Clothesline
A/C unit cover (location TBC by Arch)
Timber edging (extent TBC at detail 
stage)

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Austral Compact 29 

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements 

Heat pump cover

Level threshold entry
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Note: Level entry thresholds are required where hard surfaces meet the building footprint. To be confirmed during the
detailed design stage.
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Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

BA Bark mulch

LA Lawn

Level Threshold

LB Letterbox

FL Compact Fold Down Clothesline
AC A/C unit cover
TE Timber edging

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements

Heat pump cover

Level threshold entry

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Austral Compact 29 

Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

Bark mulch (all garden beds)

Lawn

Level Threshold (TBC at detail stage)

Letterbox (location TBC at detail 
stage)

FL Compact Fold Down Clothesline
A/C unit cover (location TBC by Arch)
Timber edging (extent TBC at detail 
stage)

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Austral Compact 29 

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements 

Heat pump cover

Level threshold entry
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Note: Level entry thresholds are required where hard surfaces meet the building footprint. To be confirmed during the
detailed design stage.
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Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

BA Bark mulch

LA Lawn

Level Threshold

LB Letterbox

FL Compact Fold Down Clothesline
AC A/C unit cover
TE Timber edging

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements

Heat pump cover

Level threshold entry

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Austral Compact 29 

Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

Bark mulch (all garden beds)

Lawn

Level Threshold (TBC at detail stage)

Letterbox (location TBC at detail 
stage)

FL Compact Fold Down Clothesline
A/C unit cover (location TBC by Arch)
Timber edging (extent TBC at detail 
stage)

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Austral Compact 29 

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements 

Heat pump cover

Level threshold entry
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Note: Level entry thresholds are required where hard surfaces meet the building footprint. To be confirmed during the
detailed design stage.
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Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

BA Bark mulch

LA Lawn

Level Threshold

LB Letterbox

FL Compact Fold Down Clothesline
AC A/C unit cover
TE Timber edging

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements

Heat pump cover

Level threshold entry

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Austral Compact 29 

Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

Bark mulch (all garden beds)

Lawn

Level Threshold (TBC at detail stage)

Letterbox (location TBC at detail 
stage)

FL Compact Fold Down Clothesline
A/C unit cover (location TBC by Arch)
Timber edging (extent TBC at detail 
stage)

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Austral Compact 29 

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements 

Heat pump cover

Level threshold entry

Client
Unity Development

Project
Ashbourne Development ,  Matamata,
Waikato

Drawing
2170/51 Hardscape Plan 04

Issue Date
26/05/25

Scale
 @A1

Drawn
BP
Checked
SW

Issue
DRAFT RC

Location Plan - nts

N

Note: Level entry thresholds are required where hard surfaces meet the building footprint. To be confirmed during the
detailed design stage.
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Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

BA Bark mulch

LA Lawn

Level Threshold

LB Letterbox

FL Compact Fold Down Clothesline
AC A/C unit cover
TE Timber edging

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements

Heat pump cover

Level threshold entry

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Austral Compact 29 

Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

Bark mulch (all garden beds)

Lawn

Level Threshold (TBC at detail stage)

Letterbox (location TBC at detail 
stage)

FL Compact Fold Down Clothesline
A/C unit cover (location TBC by Arch)
Timber edging (extent TBC at detail 
stage)

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Austral Compact 29 

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements 

Heat pump cover

Level threshold entry
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Note: Level entry thresholds are required where hard surfaces meet the building footprint. To be confirmed during the
detailed design stage.
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Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

BA Bark mulch

LA Lawn

Level Threshold

LB Letterbox

FL Compact Fold Down Clothesline
AC A/C unit cover
TE Timber edging

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements

Heat pump cover

Level threshold entry

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Austral Compact 29 

Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

Bark mulch (all garden beds)

Lawn

Level Threshold (TBC at detail stage)

Letterbox (location TBC at detail 
stage)

FL Compact Fold Down Clothesline
A/C unit cover (location TBC by Arch)
Timber edging (extent TBC at detail 
stage)

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Austral Compact 29 

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements 

Heat pump cover

Level threshold entry
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Note: Level entry thresholds are required where hard surfaces meet the building footprint. To be confirmed during the
detailed design stage.
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Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

BA Bark mulch

LA Lawn

Level Threshold

LB Letterbox

FL Compact Fold Down Clothesline
AC A/C unit cover
TE Timber edging

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements

Heat pump cover

Level threshold entry

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Austral Compact 29 

Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

Bark mulch (all garden beds)

Lawn

Level Threshold (TBC at detail stage)

Letterbox (location TBC at detail 
stage)

FL Compact Fold Down Clothesline
A/C unit cover (location TBC by Arch)
Timber edging (extent TBC at detail 
stage)

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Austral Compact 29 

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements 

Heat pump cover

Level threshold entry
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Note: Level entry thresholds are required where hard surfaces meet the building footprint. To be confirmed during the
detailed design stage.FL
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Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

BA Bark mulch

LA Lawn

Level Threshold

LB Letterbox

FL Compact Fold Down Clothesline
AC A/C unit cover
TE Timber edging

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements

Heat pump cover

Level threshold entry

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Austral Compact 29 

Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

Bark mulch (all garden beds)

Lawn

Level Threshold (TBC at detail stage)

Letterbox (location TBC at detail 
stage)

FL Compact Fold Down Clothesline
A/C unit cover (location TBC by Arch)
Timber edging (extent TBC at detail 
stage)

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Austral Compact 29 

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements 

Heat pump cover

Level threshold entry
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Note: Level entry thresholds are required where hard surfaces meet the building footprint. To be confirmed during the
detailed design stage.
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Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

BA Bark mulch

LA Lawn

Level Threshold

LB Letterbox

FL Compact Fold Down Clothesline
AC A/C unit cover
TE Timber edging

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements

Heat pump cover

Level threshold entry

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Austral Compact 29 

Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

Bark mulch (all garden beds)

Lawn

Level Threshold (TBC at detail stage)

Letterbox (location TBC at detail 
stage)

FL Compact Fold Down Clothesline
A/C unit cover (location TBC by Arch)
Timber edging (extent TBC at detail 
stage)

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Austral Compact 29 

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements 

Heat pump cover

Level threshold entry
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Note: Level entry thresholds are required where hard surfaces meet the building footprint. To be confirmed during the
detailed design stage.
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Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

BA Bark mulch

LA Lawn

Level Threshold

LB Letterbox

FL Compact Fold Down Clothesline
AC A/C unit cover
TE Timber edging

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements

Heat pump cover

Level threshold entry

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Austral Compact 29 

Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

Bark mulch (all garden beds)

Lawn

Level Threshold (TBC at detail stage)

Letterbox (location TBC at detail 
stage)

FL Compact Fold Down Clothesline
A/C unit cover (location TBC by Arch)
Timber edging (extent TBC at detail 
stage)

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Austral Compact 29 

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements 

Heat pump cover

Level threshold entry
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Note: Level entry thresholds are required where hard surfaces meet the building footprint. To be confirmed during the
detailed design stage.
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Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

BA Bark mulch

LA Lawn

Level Threshold

LB Letterbox

FL Compact Fold Down Clothesline
AC A/C unit cover
TE Timber edging

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements

Heat pump cover

Level threshold entry

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Austral Compact 29 

Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

Bark mulch (all garden beds)

Lawn

Level Threshold (TBC at detail stage)

Letterbox (location TBC at detail 
stage)

FL Compact Fold Down Clothesline
A/C unit cover (location TBC by Arch)
Timber edging (extent TBC at detail 
stage)

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Austral Compact 29 

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements 

Heat pump cover

Level threshold entry
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Note: Level entry thresholds are required where hard surfaces meet the building footprint. To be confirmed during the
detailed design stage.
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Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

BA Bark mulch

LA Lawn

Level Threshold

LB Letterbox

FL Compact Fold Down Clothesline
AC A/C unit cover
TE Timber edging

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements

Heat pump cover

Level threshold entry

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Austral Compact 29 

Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

Bark mulch (all garden beds)

Lawn

Level Threshold (TBC at detail stage)

Letterbox (location TBC at detail 
stage)

FL Compact Fold Down Clothesline
A/C unit cover (location TBC by Arch)
Timber edging (extent TBC at detail 
stage)

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Austral Compact 29 

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements 

Heat pump cover

Level threshold entry
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Note: Level entry thresholds are required where hard surfaces meet the building footprint. To be confirmed during the
detailed design stage.

FL

FL

FL
FL

FL

FL

FL

FL

FL

FL

FL

FL

FL

FL

FL

FL

FL

FL

FL

FL

VILLA 169

VILLA 175
VILLA 176

VILLA 164

VILLA 166

VILLA 171

VILLA 173

VILLA 177

VILLA 107

VILLA 174

VILLA 178

VILLA 184

VILLA 185

VILLA 186

VILLA 187
VILLA 188

VILLA 159

VILLA 160

VILLA 167

VILLA 168

EA

EA

EA

EA

EA

EA

EA

EA

EA

EA

EA

EA

EA

EA

EA

EA

EA
EA

EA

EA

EA

EP

EP

EP

EP

EP

EP

EP

EP

EP
EP

EP

EP

EP

EP

EP
EP

EP

EP

EP

EP

EP

EP

EP

EP

EP

EP

EP
EP

EP

EP

EP

EP

EP

EP

EP

EP

EP

EP

EP

EP

EP

SC

SC

SC

SC

SC

SC

SC

SC

SC

GR

GR

GR

GR

GR

GR

GR

GR

GR

ACTIVITIES

SHED

SC

SC

SC

SC

SC

SC

SC

SC

SC

SC

SC

EP

SC

SC

SC

SC

SC

SC

SC

Scale
1:200@A1
1:400@A3



Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

BA Bark mulch

LA Lawn

Level Threshold

LB Letterbox

FL Compact Fold Down Clothesline
AC A/C unit cover
TE Timber edging

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements

Heat pump cover

Level threshold entry

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Austral Compact 29 

Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

Bark mulch (all garden beds)

Lawn

Level Threshold (TBC at detail stage)

Letterbox (location TBC at detail 
stage)

FL Compact Fold Down Clothesline
A/C unit cover (location TBC by Arch)
Timber edging (extent TBC at detail 
stage)

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Austral Compact 29 

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements 

Heat pump cover

Level threshold entry
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Note: Level entry thresholds are required where hard surfaces meet the building footprint. To be confirmed during the
detailed design stage.
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Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

BA Bark mulch

LA Lawn

Level Threshold

LB Letterbox

FL Compact Fold Down Clothesline
AC A/C unit cover
TE Timber edging

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements

Heat pump cover

Level threshold entry

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Austral Compact 29 

Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

Bark mulch (all garden beds)

Lawn

Level Threshold (TBC at detail stage)

Letterbox (location TBC at detail 
stage)

FL Compact Fold Down Clothesline
A/C unit cover (location TBC by Arch)
Timber edging (extent TBC at detail 
stage)

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Austral Compact 29 

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements 

Heat pump cover

Level threshold entry
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Note: Level entry thresholds are required where hard surfaces meet the building footprint. To be confirmed during the
detailed design stage.
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Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

BA Bark mulch

LA Lawn

Level Threshold

LB Letterbox

FL Compact Fold Down Clothesline
AC A/C unit cover
TE Timber edging

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements

Heat pump cover

Level threshold entry

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Austral Compact 29 

Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

Bark mulch (all garden beds)

Lawn

Level Threshold (TBC at detail stage)

Letterbox (location TBC at detail 
stage)

FL Compact Fold Down Clothesline
A/C unit cover (location TBC by Arch)
Timber edging (extent TBC at detail 
stage)

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Austral Compact 29 

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements 

Heat pump cover

Level threshold entry
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Note: Level entry thresholds are required where hard surfaces meet the building footprint. To be confirmed during the
detailed design stage.
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Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

BA Bark mulch

LA Lawn

Level Threshold

LB Letterbox

FL Compact Fold Down Clothesline
AC A/C unit cover
TE Timber edging

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements

Heat pump cover

Level threshold entry

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Austral Compact 29 

Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

Bark mulch (all garden beds)

Lawn

Level Threshold (TBC at detail stage)

Letterbox (location TBC at detail 
stage)

FL Compact Fold Down Clothesline
A/C unit cover (location TBC by Arch)
Timber edging (extent TBC at detail 
stage)

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Austral Compact 29 

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements 

Heat pump cover

Level threshold entry
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Note: Level entry thresholds are required where hard surfaces meet the building footprint. To be confirmed during the
detailed design stage.

FL

FL

FL
FL

FL

FL

FL
FL

FL

FL

FL

FL

FL

FL

FL

VILLA 175
VILLA 176

VILLA 190

VILLA 191

VILLA 166

VILLA 173

VILLA 177

VILLA 174

VILLA 178

VILLA 184

VILLA 185

VILLA 186

VILLA 187
VILLA 188

VILLA 193

EA

EA

EA

EA

EA

EA

EA

EA

EA

EA

EA

EA

EA

EA

EA

EA

EA

EP

EP

EP

EP

EP

EP

EP

EP

EP

EP

EP

EP

EP
EP

EP

EP

EP

EP

EP

EP

EP

EP

EP

EP
EP

EP

EP

EP

EP

EP

EP

SC

SC

SC

SC

SC

GR

GR

GR

GR

ACTIVITIES

SHED

SC

SC

SC

SC

SC

SC

SC

EP

SC

SC

SC

SC

SC

SC

SC

Scale
1:200@A1
1:400@A3

REFER TO PAGE 2170/14
CARE FACILITY

HARDSCAPE PLAN



Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

BA Bark mulch

LA Lawn

Level Threshold

LB Letterbox

FL Compact Fold Down Clothesline
AC A/C unit cover
TE Timber edging

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements

Heat pump cover

Level threshold entry

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Austral Compact 29 

Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

Bark mulch (all garden beds)

Lawn

Level Threshold (TBC at detail stage)

Letterbox (location TBC at detail 
stage)

FL Compact Fold Down Clothesline
A/C unit cover (location TBC by Arch)
Timber edging (extent TBC at detail 
stage)

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Austral Compact 29 

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements 

Heat pump cover

Level threshold entry
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Note: Level entry thresholds are required where hard surfaces meet the building footprint. To be confirmed during the
detailed design stage.
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Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

BA Bark mulch

LA Lawn

Level Threshold

LB Letterbox

FL Compact Fold Down Clothesline
AC A/C unit cover
TE Timber edging

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements

Heat pump cover

Level threshold entry

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Austral Compact 29 

Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

Bark mulch (all garden beds)

Lawn

Level Threshold (TBC at detail stage)

Letterbox (location TBC at detail 
stage)

FL Compact Fold Down Clothesline
A/C unit cover (location TBC by Arch)
Timber edging (extent TBC at detail 
stage)

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Austral Compact 29 

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements 

Heat pump cover

Level threshold entry
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Note: Level entry thresholds are required where hard surfaces meet the building footprint. To be confirmed during the
detailed design stage.

FLFL

FL

FL
FL

FL

FL FL
FL

FL

FL
FL

FL FLFL FL

FL

FL

VILLA 140 VILLA 141

VILLA 196
VILLA 197

VILLA 205
VILLA 206

VILLA 155
VILLA 156

VILLA 154

VILLA 148 VILLA 149VILLA 146 VILLA 147

VILLA 157
VILLA 158

VILLA 207

VILLA 142 VILLA 143

VILLA 150
VILLA 151

EA EA

EA EA

EA

EA EA
EA

EA

EA
EA

EA EA

EA
EA

EA

EA
EA

EA

EA

EP EP

EP

EP EP

EP

EP

EP EP

EP EP

EP

EP
EP

EP

EP

EP

EP

EP

EP

EP

EP

EP
EP

EP

EP

EP
EP

EP

EP

EP

EPSC

SC

SC

SC

SCSC

SCSC SC

SC

SC
SC

SC
SC

SC

SC

SC

SC

SC

SC

SC

SC

SC SCSC SC

EP

EP
EPEP

GR

GR
GR

GR

GR

GR

Scale
1:200@A1
1:400@A3



Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

BA Bark mulch

LA Lawn

Level Threshold

LB Letterbox

FL Compact Fold Down Clothesline
AC A/C unit cover
TE Timber edging

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements

Heat pump cover

Level threshold entry

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Austral Compact 29 

Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

Bark mulch (all garden beds)

Lawn

Level Threshold (TBC at detail stage)

Letterbox (location TBC at detail 
stage)

FL Compact Fold Down Clothesline
A/C unit cover (location TBC by Arch)
Timber edging (extent TBC at detail 
stage)

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Austral Compact 29 

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements 

Heat pump cover

Level threshold entry
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Note: Level entry thresholds are required where hard surfaces meet the building footprint. To be confirmed during the
detailed design stage.
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LOOSEN BASE OF PLANTING PIT 150MM.

2X 50MM HESSIAN WEBBING TREE
TIES FIXED WITH GALVANISED
STAPLES. TIES TO BE NO HIGHER
THAN TWO THIRDS THE HEIGHT OF
THE TREE.

BACKFILL TO SIT AT THE TOP
OF THE ROOTBALL.

BACKFILL 60% SCREENED,
WEED FREE TOP SOIL AND

40% GARDEN MIX.

MULCH TO BE KEPT 50MM
CLEAR FROM THE TREE

COLLAR.
100MM OF CONSOLIDATED

MULCH.

2X R/S H4 TREATED STAKES DRIVEN
PLUMB, MINIMUM 600MM INTO THE
GROUND. STAKES TO BE MIN 50 X 50
X 1800MM. REMOVE STAKES AFTER
ROOT ESTABLISHMENT.

PLANTING HOLE TO BE 2 X THE SIZE OF
THE ROOTBALL.

ROOTBALL TO BE 75MM ABOVE FGL.

40
0

10
0 BARK MULCH, 100MM

MINIMUM DEPTH.

HIGH GRADE SCREENED,
WEED FREE TOP SOIL OR
GARDEN MIX, 400MM
MINIMUM DEPTH.

COLLAR TO BE FREE OF
MULCH.

PIT TO BE MINIMUM 50MM
LARGER THAN ROOT

BALL ON ALL SIDES.

ROOTBALL PROUD OF
EXISTING SOIL LEVEL.

100MM OF CONSOLIDATED MULCH.

BACKFILL WITH SCREENED TOP
SOIL OR GARDEN MIX, FREE OF
DEBRIS AND WEEDS.

100MM OF CONSOLIDATED MULCH.

BACKFILL WITH SCREENED TOP
SOIL OR GARDEN MIX, FREE OF
DEBRIS AND WEEDS.

PIT TO BE MINIMUM 50MM
LARGER THAN ROOT

BALL ON ALL SIDES.

ROOTBALL PROUD OF
EXISTING SOIL LEVEL.

COLLAR TO BE FREE OF
MULCH.

100MM OF CONSOLIDATED MULCH.

BACKFILL WITH SCREENED TOP
SOIL OR GARDEN MIX, FREE OF
DEBRIS AND WEEDS.

PIT TO BE MINIMUM 50MM
LARGER THAN ROOT

BALL ON ALL SIDES.

ROOTBALL PROUD OF
EXISTING SOIL LEVEL.

COLLAR TO BE FREE OF
MULCH.

PD-01: TREE IN GARDEN
1:15 @ A1, 1:30 @ A3

PD-02: PB12 (8L) SHRUB IN GARDEN
1:15 @ A1, 1:30 @ A3

PD-03: PB5 (3L) SHRUB/GRASSES IN GARDEN
1:15 @ A1, 1:30 @ A3

PD-05: GARDEN BEDS
1:15 @ A1, 1:30 @ A3

PD-04: PB3 (2L) SHRUB/GRASSES IN GARDEN
1:15 @ A1, 1:30 @ A3
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HS Hinuera Stone Wall

SS Slatted Screen

BF Timber batten fence

PR Post and Rail Fence 

SF 1.2m High Open aluminium fence

AF 1.8m High Open aluminium fence

TF Timber paling fence 1.8m high, 150x25mm H3.2 vertical palings, 
no spacing, no stain

1.8m high 'Iron Sands' powder coated 
aluminium fin swing gates. Product spec TBC 
during detailed design.

1.8m High Horizontal 100X16mm 
Aluminiumum Slats, 18mm spacings on 
65mm SQ posts, powdercoated black or or 
similar approved
1.5m high, 50X50mm H3.2 D4S vertical 
battens, 25mm spacing, no stain
1.2m high, 150X50mm H4 horizontal rails (x3), 
200mm spacings and 150X150mm posts, 
stained a recessive colour
1.2m high 'Iron Sands' powder coated 
aluminium fin fence and gates. Product spec 
TBC during detailed design.

Walls & Fencing
1.8m High, splitstone & nautral colour 

Scale
1:750@A1
1:1500@A3

Location Plan - nts

N

HSSS

BF PR

SF / AF

Refer to Fencing Plan 02
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HS Hinuera Stone Wall

SS Slatted Screen

BF Timber batten fence

PR Post and Rail Fence 

SF 1.2m High Open aluminium fence

AF 1.8m High Open aluminium fence

TF Timber paling fence 1.8m high, 150x25mm H3.2 vertical palings, 
no spacing, no stain

1.8m high 'Iron Sands' powder coated 
aluminium fin swing gates. Product spec TBC 
during detailed design.

1.8m High Horizontal 100X16mm 
Aluminiumum Slats, 18mm spacings on 
65mm SQ posts, powdercoated black or or 
similar approved
1.5m high, 50X50mm H3.2 D4S vertical 
battens, 25mm spacing, no stain
1.2m high, 150X50mm H4 horizontal rails (x3), 
200mm spacings and 150X150mm posts, 
stained a recessive colour
1.2m high 'Iron Sands' powder coated 
aluminium fin fence and gates. Product spec 
TBC during detailed design.

Walls & Fencing
1.8m High, splitstone & nautral colour 

Scale
1:750@A1
1:1500@A3

Location Plan - nts

N

HSSS BF PR SF / AF

Refer to  Fencing Plan 01



Client
Unity Development

Project
Ashbourne Development ,  Matamata,
Waikato

Drawing
2170/70 Fencing Details 01

Issue Date
26/05/25

Drawn
BP
Checked
SW

Issue
DRAFT RC

1,
80

0

100 1,900 100

75
10

0
70

0
10

0
70

0
10

0

150 150 150

150X25MM H3.2 RS VERTICAL
FENCE PALINGS

100X100MM
H4 RS POSTS

100X50MM H3.2
RS RAILS

REFER TO FENCE STAIN NOTE
FOR APPLICABLE FINISH

HS Hinuera Stone Wall

SS Slatted Screen

BF Timber batten fence

PR Post and Rail Fence 

SF 1.2m High Open aluminium fence

AF 1.8m High Open aluminium fence

TF Timber paling fence 1.8m high, 150x25mm H3.2 vertical palings, 
no spacing, no stain

1.8m high 'Iron Sands' powder coated 
aluminium fin swing gates. Product spec TBC 
during detailed design.

1.8m High Horizontal 100X16mm 
Aluminiumum Slats, 18mm spacings on 
65mm SQ posts, powdercoated black or or 
similar approved
1.5m high, 50X50mm H3.2 D4S vertical 
battens, 25mm spacing, no stain
1.2m high, 150X50mm H4 horizontal rails (x3), 
200mm spacings and 150X150mm posts, 
stained a recessive colour
1.2m high 'Iron Sands' powder coated 
aluminium fin fence and gates. Product spec 
TBC during detailed design.

Walls & Fencing
1.8m High, splitstone & nautral colour 

1,
80

0

10
016

10
0

1,800

100X16MM POWDER COATED STEEL
SLATS

65 SQ MODULAR POWDER
COATED STEEL POSTS

50
50

10
0

52
5

10
0

52
5

10
0

60

1,960

1,
50

0

50502525

50X50MM H3.2 RS VERTICAL
BATTENS, 25MM SPACING

100X100MM H4
RS POSTS

100X50MM H3.2
RS RAILS

REFER TO FENCE STAIN NOTE
FOR APPLICABLE FINISH

FD-TF: 1.8M TIMBER PALING FENCE 1:20@A1 / 1:40@A3

TF

FD-SS: 1.8M SLATTED SCREEN 1:20@A1 / 1:40@A3

SS

FD-BF: 1.5M TIMBER BATTEN FENCE 1:20@A1 / 1:40@A3

BF

NOTES: ALL FENCE POSTS TO BE IN 300MM DIAMETER CONCRETE ENCASEMENT TO A MINIMUM DEPTH THAT IS 1/3 OF THE TOTAL FENCE HEIGHT UNLESS OTHERWISE SPECIFIED.
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0
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0
15

0
50

150X150MM H4 RS POSTS

150X50MM H4 RS RAILS NOTCH
FIXED INTO POSTS

HS Hinuera Stone Wall

SS Slatted Screen

BF Timber batten fence

PR Post and Rail Fence 

SF 1.2m High Open aluminium fence

AF 1.8m High Open aluminium fence

TF Timber paling fence 1.8m high, 150x25mm H3.2 vertical palings, 
no spacing, no stain

1.8m high 'Iron Sands' powder coated 
aluminium fin swing gates. Product spec TBC 
during detailed design.

1.8m High Horizontal 100X16mm 
Aluminiumum Slats, 18mm spacings on 
65mm SQ posts, powdercoated black or or 
similar approved
1.5m high, 50X50mm H3.2 D4S vertical 
battens, 25mm spacing, no stain
1.2m high, 150X50mm H4 horizontal rails (x3), 
200mm spacings and 150X150mm posts, 
stained a recessive colour
1.2m high 'Iron Sands' powder coated 
aluminium fin fence and gates. Product spec 
TBC during detailed design.

Walls & Fencing
1.8m High, splitstone & nautral colour 

1,
20

0

65x16mm ALUMINIUM VERTICAL FINS

SUPPORT POSTS AS REQUIRED

1,
80

0

HINUERA STONE WALL

65x16mm ALUMINIUM VERTICAL FINS

SUPPORT POST
INTEGRATED INTO WALL

FD-PR: 1.2M POST AND RAIL FENCE 1:20@A1 / 1:40@A3

PR

FD-SF: 1.2M ALUMINIUM FENCE 1:20@A1 / 1:40@A3

NOTES: ALL FENCE POSTS TO BE IN 300MM DIAMETER CONCRETE ENCASEMENT TO A MINIMUM DEPTH THAT IS 1/3 OF THE TOTAL FENCE HEIGHT UNLESS OTHERWISE SPECIFIED.

FD-AF: 1.8M ALUMINIUM FIN FENCE 1:20@A1 / 1:40@A3

AF

SF
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TYPICAL SECTION A - A : SW BASIN BOUNDARY TREATMENT 1:30@A1 / 1:60@A3

NOTE:
- VEGETATION SHOWN AS INDICATIVE
- REFER TO MAVEN ASSOCIATES DOCUMENTATION FOR MORE DETAIL
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2170/73 Typical SW Basins Cross Section B-B
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Location Plan - nts

A
-A

TYPICAL SECTION B - B : SW BASIN BOUNDARY TREATMENT 1:30@A1 / 1:60@A3

NOTE:
- VEGETATION SHOWN AS INDICATIVE
- REFER TO MAVEN ASSOCIATES DOCUMENTATION FOR MORE DETAIL
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