
Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

Bark mulch (all garden beds)

LA Lawn

Level Threshold (TBC at detail stage)

FL Compact Fold Down Clothesline
Letterbox (location TBC at detail 
stage)
A/C unit cover (location TBC by Arch)
Timber edging (extent TBC at detail 
stage)

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Austral Compact 29 

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements 

Heat pump cover

Level threshold entry

Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

Bark mulch (all garden beds)

LA Lawn

Level Threshold (TBC at detail stage)

FL Compact Fold Down Clothesline
Letterbox (location TBC at detail 
stage)
A/C unit cover (location TBC by Arch)
Timber edging (extent TBC at detail 
stage)

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Austral Compact 29 

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements 

Heat pump cover

Level threshold entry
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Note: Level entry thresholds are required where hard surfaces meet the building footprint. To be confirmed during the
detailed design stage.
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Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

Bark mulch (all garden beds)

LA Lawn

Level Threshold (TBC at detail stage)

FL Compact Fold Down Clothesline
Letterbox (location TBC at detail 
stage)
A/C unit cover (location TBC by Arch)
Timber edging (extent TBC at detail 
stage)

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Austral Compact 29 

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements 

Heat pump cover

Level threshold entry

Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

Bark mulch (all garden beds)

LA Lawn

Level Threshold (TBC at detail stage)

FL Compact Fold Down Clothesline
Letterbox (location TBC at detail 
stage)
A/C unit cover (location TBC by Arch)
Timber edging (extent TBC at detail 
stage)

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Austral Compact 29 

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements 

Heat pump cover

Level threshold entry
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Note: Level entry thresholds are required where hard surfaces meet the building footprint. To be confirmed during the
detailed design stage.
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Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

Bark mulch (all garden beds)

LA Lawn

Level Threshold (TBC at detail stage)

FL Compact Fold Down Clothesline
Letterbox (location TBC at detail 
stage)
A/C unit cover (location TBC by Arch)
Timber edging (extent TBC at detail 
stage)

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Austral Compact 29 

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements 

Heat pump cover

Level threshold entry

Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

Bark mulch (all garden beds)

LA Lawn

Level Threshold (TBC at detail stage)

FL Compact Fold Down Clothesline
Letterbox (location TBC at detail 
stage)
A/C unit cover (location TBC by Arch)
Timber edging (extent TBC at detail 
stage)

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Austral Compact 29 

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements 

Heat pump cover

Level threshold entry
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Note: Level entry thresholds are required where hard surfaces meet the building footprint. To be confirmed during the
detailed design stage.
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Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

Bark mulch (all garden beds)

LA Lawn

Level Threshold (TBC at detail stage)

FL Compact Fold Down Clothesline
Letterbox (location TBC at detail 
stage)
A/C unit cover (location TBC by Arch)
Timber edging (extent TBC at detail 
stage)

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Austral Compact 29 

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements 

Heat pump cover

Level threshold entry

Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

Bark mulch (all garden beds)

LA Lawn

Level Threshold (TBC at detail stage)

FL Compact Fold Down Clothesline
Letterbox (location TBC at detail 
stage)
A/C unit cover (location TBC by Arch)
Timber edging (extent TBC at detail 
stage)

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Austral Compact 29 

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements 

Heat pump cover

Level threshold entry
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Note: Level entry thresholds are required where hard surfaces meet the building footprint. To be confirmed during the
detailed design stage.FL
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Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

Bark mulch (all garden beds)

LA Lawn

Level Threshold (TBC at detail stage)

FL Compact Fold Down Clothesline
Letterbox (location TBC at detail 
stage)
A/C unit cover (location TBC by Arch)
Timber edging (extent TBC at detail 
stage)

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Austral Compact 29 

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements 

Heat pump cover

Level threshold entry

Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

Bark mulch (all garden beds)

LA Lawn

Level Threshold (TBC at detail stage)

FL Compact Fold Down Clothesline
Letterbox (location TBC at detail 
stage)
A/C unit cover (location TBC by Arch)
Timber edging (extent TBC at detail 
stage)

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Austral Compact 29 

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements 

Heat pump cover

Level threshold entry
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Note: Level entry thresholds are required where hard surfaces meet the building footprint. To be confirmed during the
detailed design stage.
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Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

Bark mulch (all garden beds)

LA Lawn

Level Threshold (TBC at detail stage)

FL Compact Fold Down Clothesline
Letterbox (location TBC at detail 
stage)
A/C unit cover (location TBC by Arch)
Timber edging (extent TBC at detail 
stage)

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Austral Compact 29 

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements 

Heat pump cover

Level threshold entry

Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

Bark mulch (all garden beds)

LA Lawn

Level Threshold (TBC at detail stage)

FL Compact Fold Down Clothesline
Letterbox (location TBC at detail 
stage)
A/C unit cover (location TBC by Arch)
Timber edging (extent TBC at detail 
stage)

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Austral Compact 29 

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements 

Heat pump cover

Level threshold entry
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Note: Level entry thresholds are required where hard surfaces meet the building footprint. To be confirmed during the
detailed design stage.
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Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

Bark mulch (all garden beds)

LA Lawn

Level Threshold (TBC at detail stage)

FL Compact Fold Down Clothesline
Letterbox (location TBC at detail 
stage)
A/C unit cover (location TBC by Arch)
Timber edging (extent TBC at detail 
stage)

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Austral Compact 29 

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements 

Heat pump cover

Level threshold entry

Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

Bark mulch (all garden beds)

LA Lawn

Level Threshold (TBC at detail stage)

FL Compact Fold Down Clothesline
Letterbox (location TBC at detail 
stage)
A/C unit cover (location TBC by Arch)
Timber edging (extent TBC at detail 
stage)

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Austral Compact 29 

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements 

Heat pump cover

Level threshold entry
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Note: Level entry thresholds are required where hard surfaces meet the building footprint. To be confirmed during the
detailed design stage.
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Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

Bark mulch (all garden beds)

LA Lawn

Level Threshold (TBC at detail stage)

FL Compact Fold Down Clothesline
Letterbox (location TBC at detail 
stage)
A/C unit cover (location TBC by Arch)
Timber edging (extent TBC at detail 
stage)

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Austral Compact 29 

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements 

Heat pump cover

Level threshold entry

Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

Bark mulch (all garden beds)

LA Lawn

Level Threshold (TBC at detail stage)

FL Compact Fold Down Clothesline
Letterbox (location TBC at detail 
stage)
A/C unit cover (location TBC by Arch)
Timber edging (extent TBC at detail 
stage)

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Austral Compact 29 

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements 

Heat pump cover

Level threshold entry
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Note: Level entry thresholds are required where hard surfaces meet the building footprint. To be confirmed during the
detailed design stage.
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Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

Bark mulch (all garden beds)

LA Lawn

Level Threshold (TBC at detail stage)

FL Compact Fold Down Clothesline
Letterbox (location TBC at detail 
stage)
A/C unit cover (location TBC by Arch)
Timber edging (extent TBC at detail 
stage)

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Austral Compact 29 

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements 

Heat pump cover

Level threshold entry

Code Name

EA Exposed Aggregate (Driveways)

EP Exposed Aggregate (Pathways + 
Patios)

SC Standard Concrete (Pathways)

SL Standard Concrete (Laneways)

AS Asphalt

GR Gravel Chip

Bark mulch (all garden beds)

LA Lawn

Level Threshold (TBC at detail stage)

FL Compact Fold Down Clothesline
Letterbox (location TBC at detail 
stage)
A/C unit cover (location TBC by Arch)
Timber edging (extent TBC at detail 
stage)

Specification
Hardscape Surfaces

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
150mm

Box Design 'Urban' back opening letter box, 
Black colour, pole mounted

Exposed aggregate decorative pebble 
concrete, 6kg, per m3 black oxide, sealed 
100mm
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish
Standard aggregate concrete, 4kg, per m3 
black oxide, broom finish

75mm of 7/13mm uriti pebble on 100mm 
compacted GAP20

Hotmix asphalt - to civil engineering 
specifications.

150 x 50mm H4 retaining board, stained 
black 25mm proud of adjacent FGL - 600 x 
45 x 45mm H4 peg

Austral Compact 29 

Reharvest natural mulch, 100mm depth

PGG Wrightson DuraVeg® Berm Mix Sowing 
Rate: 30-50g/m2

Hardscape Elements 

Heat pump cover

Level threshold entry
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Note: Level entry thresholds are required where hard surfaces meet the building footprint. To be confirmed during the
detailed design stage.
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