Access gates
integrated into the
fencing

Client
Unity Development

Indicative Wastewater Disposal
Field within the Balance Land for
Future Development
Refer to Maven Civil Engineer
Documentation for more Detail
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Project
Ashbourne Development, Matamata,
Waikato
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Refer to Fencing Plan.02
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Code

Name

Specification

Wialls & Fencing

HS

Hinuera Stone Wall

1.8m High, splitstone & nautral colour

SS

Slotted Screen

1.8m High Horizontal 100X16mm
Aluminiumum Slats, 18mm spacings on
65mm SQ posts, powdercoated black or or
similar approved

BF

Timber batten fence

1.5m high, 50X50mm H3.2 D4S vertical
battens, 25mm spacing, no stain

PR

Post and Rail Fence

1.2m high, 150X50mm H4 horizontal rails (x3),
200mm spacings and 150X150mm posts,
stained a recessive colour

Sk

1.2m High Open aluminium fence

1.2m high 'lron Sands' powder coated
aluminium fin fence and gates. Product spec
TBC during detailed design.

AF

1.8m High Open aluminium fence

1.8m high 'lron Sands' powder coated
aluminium fin swing gates. Product spec TBC
during detailed design.

PW

Post & Wire

1.2m H4 post, 4mm wire and H3.2 battens.
Timber stained with approved stain colour

Issue Date

27/11/25

Issue

533

Location Plan - nts

Drawn

Checked
SW

associates

op (3) greenwood




	251127_GA_Ashbourne Development Retirement Village_RC Package_S53_
	68 Fencing Plan 01
	69 Fencing Plan 02
	70 Fencing Details 01
	71 Fencing Details 02




