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[bookmark: _Toc220576829]Land disturbance conditions
These conditions are draft. 
The following notes guide the reader as follows:
· Yellow highlights require information that is not currently available and will be finalised later in the process.
· Blue highlights refer to lot numbers that will change with the subdivision scheme revision.
· Greyed text relates to the retirement village (being the conditions the Panel would have imposed if it had found that consent could have been granted for this part of the Project).

Resource Consent:		Insert Consent Reference  
Grants to:				Matamata Development Limited
Commencement date:		Insert Decision Date 
Lapse Date:			Five (5) years after commencement date  
Expiry date:		This consent expires when construction activities cease on the Site for more than 1 year.
Location:			Station Road, Matamata (Lot 1 Deposited Plan South Auckland 65481, Lot 2 Deposited Plan 567678, Lots 1 and 2 Deposited Plan 21055, Lots 4 and 5 Deposited Plan 384886, Lot 204 Deposited Plan 535395 and Lots 25 and 106 Deposited Plan 393306, Lot 3 Deposited Plan South Auckland 14362)
The activity: Land use consent (pursuant to section 9 of the Resource Management Act 1991 (RMA) and under the National Environmental Standards for Freshwater 2025) to undertake earthworks, in association with the development of approximately 95ha for residential purposes, a neighbourhood centre, a retirement village, two solar farms and ancillary infrastructure.
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And will be interpreted with guidance from the following glossary:
	ADP 
	Accidental Discovery Protocol

	ASSMP
	Acid Sulphate Soil Management Plan

	BioMP
	Biosecurity Management Plan

	CMP 
	Construction Management Plan

	CSMP 
	Contaminated Soils Management Plan

	(The) Council
	Waikato Regional Council

	DMP
	Dust Management Plan

	EMP
	Earthworks Management Plan

	ESCMP 
	Erosion and Sediment Control Management Plan

	FIMP
	Flocculation Implementation Management Plan

	HSMP
	Hazardous Substances Management Plan

	HNZPT 
	Heritage New Zealand Pouhere Taonga

	MP
	Management Plan

	NES-CS 
	National Environmental Standard for Assessing and Managing Contaminants in Soil to Protect Human Health 2011

	RMA 
	Resource Management Act 1991

	Site
	Collectively, Lot 1 Deposited Plan South Auckland 65481, Lot 2 Deposited Plan 567678, Lots 1 and 2 Deposited Plan 21055, Lots 4 and 5 Deposited Plan 384886, Lot 204 Deposited Plan 535395 and Lots 25 and 106 Deposited Plan 393306, Lot 3 Deposited Plan South Auckland 14362. For the avoidance of doubt, the project areas known as ‘Northern Solar Farm’ and ‘Southern Solar Farm’ are not subject to this Consent.

	SQEP
	Suitably Qualified and Experienced Person


And is subject to the following conditions:
[bookmark: _Toc220576830]General Conditions
1. [bookmark: _Ref152662336]The earthworks and clean filling activities authorised by this resource consent shall be undertaken in general accordance with the application documentation listed in XXX dated XXX recorded as document number XXXXXX in the Waikato Regional Council’s document recorder system unless inconsistent with the conditions below, which must prevail. 
The Consent Holder shall be responsible for all contracted operations relating to the exercise of this resource consent and shall ensure contractors are made aware of the conditions of this consent and their requirement to comply with those conditions.
The activity must be carried out in accordance with the application for resource consent, including any reports, plans, and further information (listed in Appendix [1]) provided by the Consent Holder, and in accordance with the following conditions of consent. Where there is any apparent conflict between the application and consent conditions, the consent conditions will prevail.    
For the purposes of this consent, any reference to ‘Site’ means land legally described as Lot 1 Deposited Plan South Auckland 65481, Lot 2 Deposited Plan 567678, Lots 1 and 2 Deposited Plan 21055, Lots 4 and 5 Deposited Plan 384886, Lot 204 Deposited Plan 535395 and Lots 25 and 106 Deposited Plan 393306, Lot 3 Deposited Plan South Auckland 14362 prior to any further subdivision of the land. For the avoidance of doubt, the project areas known as ‘Northern Solar Farm’ and ‘Southern Solar Farm’ are not subject to this Consent.
The Consent Holder must advise the Waikato Regional Council (the Council) in writing, at least five (5) working days prior to works commencing on Site, so that monitoring of the conditions of this consent can be undertaken. 
Advice note: All correspondence with the Council required by these conditions of consent should be sent via email to xxx@wrc.govt.nz with reference to consent number Insert Consent Reference.
A copy of this resource consent and all certified Management Plans (MP) must be kept on Site at all times that the works authorised by this resource consent are being undertaken and shall must be produced without unreasonable delay upon request from  an agent of the WRC the Council.
Any reference in these conditions to a New Zealand Standard includes any later New Zealand Standard that amends or replaces it.
Fees and Charges
The Consent Holder must pay to the consent authority Council any administrative charge fixed in accordance with Section 36 of the RMA, or any charge prescribed in accordance with regulations made under Section 360 of the RMA.
Advice notes: 
This includes the reasonable costs incurred by the Council arising from supervision and monitoring of this consent, e.g. routine inspection of the Site by Council officers or agents, liaison with the Consent Holder, responding to complaints or enquiries relating to the Site, and review and assessment of compliance with the conditions of consents.
That pursuant to Section 332 of the RMA, enforcement officers may at all reasonable times go onto the Site that is the subject of this consent, for the purpose of carrying out inspections, surveys, investigations, tests, measurements or taking samples.
Consent Lapse
Pursuant to clause 37(7) of Schedule 6 to the FTAA, this consent shall lapse ten (10) years from the date of commencement unless it has been given effect to, surrendered, or been cancelled at an earlier date.
[bookmark: _Ref225162840]The Council may, once per year, on any of the last five (5) working days of either May or November, serve notice on the Consent Holder under Section 128(1) of the RMA of its intentions to review the conditions of this consent where:
(a) A material adverse effect which was not identified in the AEE (and supporting material for the resource consent application) has arisen.
(b) The magnitude of adverse effects from the project are materially larger than what was indicated in the AEE (and supporting material for the resource consent application).
This consent does not attach to the land and is personal to Matamata Development Limited and Unity Management Limited. This consent must not be used by any other person or party without the express written approval of either Matamata Development Limited or Unity Management limited.
Management Plans
The following draft MPs are relevant to the development and must be updated/certified:
	Management Plan
	Author
	Dated 

	Construction Management Plan (Residential)
Construction Management Plan (Retirement Village)
	Maven

	June 2025

	Earthworks Management Plan (Residential)
Earthworks Management Plan (Retirement Village)
	Maven
	June 2025

	Contaminated Soils Management Plan
	SLR
	May 2025

	Hazardous Substances Management Plan 
	SLR
	May 2025

	Acid Sulphate Soil Management Plan
	SLR
	May 2025


The following MPs are also required to be prepared/completed:
a. Erosion and Sediment Control Management Plan
b. Flocculant Implementation Management Plan
c. Dust Management Plan
d. Biosecurity Management Plan 
[bookmark: _Ref222852123]The Consent Holder must ensure that all MPs are prepared by a SQEP, where the MP is an update of an existing draft, the update must be completed by a SQEP.
The Consent Holder must submit the listed MPs to the Council for certification at least twenty (20) working days prior to work commencing.
MPs may be submitted in parts or in stages to address particular activities or to reflect the staged implementation of the development. When a MP is provided in part or for a stage it must satisfy all certification requirements, including submission to the Council for certification. MPs submitted to the Council must clearly show the linkage with MPs for adjacent stages and any interrelated activities or other MPs.
The certification process for the MPs must be confined to confirming that the MPs: 
e. Give effect to their objective/s (including any updated objective/s determined as part of a review provided for in Condition (10)[7]).
f. Address the consent condition requirements.
g. Contain the required information.
h. Are generally consistent with the application documents (including draft MPs) listed in Appendix [1].
[bookmark: _Ref222851481]Within twenty (20) working days of receiving a MP for certification, the Council must:
i. Notify the Consent Holder that the MP is certified. 
j. Or, notify the Consent Holder that the MP is not certified, including the reasons why and the matters that must be addressed before this can occur. If further information is required, the Council will have a further ten (10) working days (from receipt of the further information) to confirm whether the MP has been certified.
k. If no response is received from the Council within twenty (20) working days of lodgement of any MP, the relevant MP will be deemed to be certified.
[bookmark: 4.2.3_Amendments_to_Management_Plans]The Consent Holder must implement all certified MPs for the duration of the works.
Amendments to Management Plans
Any changes and/or updates to a certified MP must be made in writing and submitted to the Council for certification in accordance with Condition (18)[14].
[bookmark: _Ref222852139]While a MP is being changed/updated, a construction activity must cease unless the Council provides written confirmation that the activity may continue.
Advice note: This condition does not relate to any operational aspect of a MP.
Construction Management Plan (CMP)
The Consent Holder must carry out all construction activities in accordance with the certified CMP. The objective of the CMP is to detail the approach to be taken for managing construction works to ensure that adverse effects that may arise from the works have been appropriately identified, managed and minimised. The CMP must be updated as required to meet the objective. The CMP must include, but is not limited to:
l. A response to the conditions of this consent.
m. The contact details of a single Site Manager who is responsible for the whole Site, who has been appointed for the duration of the construction phase (including enabling works) and who is contactable 24-hours a day. Details must include a phone number (mobile number) and an email address that sits with the project (rather than an individual), e.g. sitemanager@ashbourne.co.nz.
n. The location of notice board/s on the Site that are readily visible and readable from a public place/s that clearly identifies the name, telephone number, email and address for service of the Site Manager.
o. A schedule of each construction stage and a description of works including site plans, commencement date and expected duration of the major cut and fill operations.
p. The hours of construction work, being:
7:30am to 6:00pm, Monday to Friday. 
8:30am to 2:00pm, Saturdays. 
No construction work is permitted on Sundays or public holidays. 
q. Machinery to be used on Site and measures to prevent contaminant spills during refuelling and machinery servicing and maintenance.
r. A list of hazardous substances stored on Site, measures to prevent contaminant spills and the response in the event of a spill.
s. Detailed management procedures for fill placement, treatment (including weed management), and/or stockpiling.
t. Measures to address the cumulative effects of working on a number of stages at the same time.
u. Any other details of the intended works’ programme.
v. The process for the ongoing review and amendment of the CMP to maintain its effectiveness.
Earthworks Management Plan (EMP)
As part of the CMP, the Consent Holder must also submit an EMP for certification. The objective of the EMP is to set out the earthworks stages and appropriate management methods. The EMP must be updated as required to meet the objective. The EMP must include, but is not limited to:
w. A response to the conditions of this consent.
x. The process for the ongoing review and amendment of the EMP to maintain its effectiveness.
Contaminated Soils Management Plan (CSMP)
As part of the CMP, the Consent Holder must also submit a CSMP for certification. The objective of the CSMP is to identify how soil disturbance on the Site must be managed to avoid hazards to human health and recommend mitigation methods relevant to actual Site conditions and future uses. The CSMP must be updated as required to meet the objective. The CSMP must include, but is not limited to:
y. A response to the conditions of this consent.
z. Map/s showing likely areas of contamination/concern.
aa. A suitable testing regime that reflects the contaminant risk identified in the Preliminary and Detailed Site Investigation (prepared by SLR and dated May 2025).
ab. Measures to prevent, or restrict, exposure to contaminated soils that may give rise to human health hazards, including contingency measures for the management of any previously unidentified contamination.
ac. Methods to remediate the presence of contaminated soils, including remediation targets to enable future development.
ad. Measures to safely manage the removal of any soil exceeding the applicable National Environmental Standard for Assessing and Managing Contaminants in Soil to Protect Human Health 2011 (NES-CS), including identifying the licensed waste facility or landfill for disposal.
ae. The process for the ongoing review and amendment of the CSMP to maintain its effectiveness.
Erosion and Sediment Control Plan (ESCP)
At least twenty (20) working days prior to the commencement of any construction work in relation to this resource consent (or such other timeframe that is agreed in writing between the Consent Holder and WRC), the Consent Holder shall submit an ESCP to the WRC for certification. The objective of the ESCP is to identify and implement measures necessary to minimise soil erosion and sediment discharge from the activities authorised by this consent for compliance with all relevant consent conditions. The ESCP must be prepared in accordance with the specific principles and practices which are appropriate for the activity authorised by this consent and contained within the WRC document titles “Erosion and Sediment Control – Guidelines for Soil Disturbing Activites” (Technical Report 2009/02 – dated January 2009, including 2014 factsheets).
[bookmark: _Ref221881776]Advice Note: The “Erosion and Sediment Control – Guidelines for Soil Disturbing Activities” can be found on the Waikato Regional Council website: www.waikatoregion.govt.nz/earthworks. Note these guidelines were amended with the inclusion of a series of factsheets in 2014. 
af. The ESCP required by Condition 10 must contain sufficient detail to address the following matters:  Details of all principles, procedures and practices that will be implemented to undertake erosion and sediment control (including where necessary, any chemical treatment) to achieve the sediment discharge standard of this consent); 
ag. The design criteria and dimensions of all key erosion and sediment control structures;
ah. A site plan of a suitable scale to identify: 
i. The locations of waterways; 
ii. The extent of soil disturbance and vegetation removal;
iii. Any “no go” and/or buffer areas to be maintained undisturbed adjacent to watercourses and wetlands
iv. Areas of cut and fill;
v. Locations of topsoil stockpiles; 
vi. All key erosion and sediment control structures; 
vii. The boundaries and area of catchments contributing to all stormwater impoundment structures; 
viii. The locations of all specific points of discharge within each of the wetland catchments and other receiving environments; and 
ix. Any other relevant site information. 
ai. Construction timetable for the erosion and sediment control works and the bulk earthworks proposed; 
aj. Timetable and nature of progressive site rehabilitation and re-vegetation proposed;
ak. Maintenance, monitoring and reporting procedures; 
al. Rainfall response and contingency measures including procedures to minimise adverse effects in the event of extreme rainfall events and/or the failure of any key erosion and sediment control structures; 
am. Procedures and timing for review and/or amendment to the ESCP; and
an. Identification and contact details of personnel responsible for the operation and maintenance of all key erosion and sediment control structures.
ao. [bookmark: x__Toc148679791][bookmark: _Toc166758089][bookmark: _Toc166758099]If chemical treatment is to be used then the consent holder must provide the Waikato Regional Council with an updated ESCP including a Chemical Treatment Management Plan (CTMP), at least 10 working days prior to the commissioning of any chemical treatment system. The objective of the CTMP must be to identify and design the requirements for an appropriate chemical treatment system for the activities authorised by this consent in compliance with all relevant consent conditions. 
Prior to the commencement of the activities authorised by this consent, all required erosion and sediment control measures must be constructed and operational in accordance with the certified ESCP and must be maintained for the duration of the earthwork activities.
Any proposed amendments to the certified ESCP must be provided to the Waikato Regional Council for certification, in accordance with Condition 8, prior to the implementation of any proposed amendments. 
The consent holder must ensure that a copy of the certified ESCP, including any certified amendments, is kept onsite at all times that physical works authorised by this consent are being undertaken and must be produced without unreasonable delay upon request from an agent of the Waikato Regional Council. 
Prior to the commencement of earthworks activities authorised by this consent , the Consent Holder must provide  the WRC with As-built Certification Sheets signed by an appropriately qualified and experienced person to certify that erosion and sediment controls have been constructed in accordance with the certified ESCP. Certified controls will include sediment retention ponds, decanting earth bunds, silt fences and diversion channels/bunds. 
Advice Note: The As-built Certification Sheets must include all information as specified in the As-built Certification Sheets located on the Waikato Regional Council website www.waikatoregion.govt.nz/earthworks
The consent holder must ensure that areas of the site subject to chemical treatment are treated in accordance with the Chemical Treatment Management Plan (CTMP) required by Condition (9)(j).
Where it is proposed to implement chemical treatment to manage sediment runoff then Condition (9)(j) must contain sufficient detail to address the following matters:
ap. An analysis identifying which areas of the site require chemical treatment, taking into account;
i. The results of flocculant bench testing based on the sites soil reactivity to chemical treatment;
ii. The size of the contributing catchment that the sediment control device is treating; 
iii. The likely duration a sediment control device will be used;
aq. Specific design details of the chemical treatment system;
ar. Detail of monitoring (including pH and any other water testing procedures), maintenance (including pre and post-rainfall event maintenance), recording and reporting procedures;
as. Details of optimum dosage (including assumptions);
at. Results of any initial chemical treatment trial;
au. A spill contingency plan; and
av. Identification and contact details of personnel responsible for the operation and maintenance of the chemical treatment system and the organisational structure which will support this system.
As part of the CMP, the Consent Holder must also submit an ESCMP for certification. The objective of the ESCMP is to avoid, remedy and/or mitigate the potential adverse effects of earthworks and associated construction works on the receiving environment. The ESCMP must be updated as required to meet the objective. The ESCMP must:
aw. Accord with, as a minimum:
1. Waikato Regional Council’s ‘Erosion and Sediment Control Guidelines for Soil Disturbing Activities’ January 2009 (Technical Report No.2009/02), and 
Section F2.0 (coagulant and flocculant treatment) of the ‘Erosion and Sediment Control Guide for Land Disturbing Activities in the Auckland Region’ June 2016 (Guideline document 2016/005).
ax. Include, but is not limited to:
1. A response to the conditions of this consent.
Measures to ensure sediment generation is minimised and the works are conducted in accordance with best practice, including, but not limited to:
A. Details of all principles, procedures and practices that must be implemented to undertake erosion and sediment control to minimise the potential for sediment discharge from the Site, including flocculation if required (note the Flocculant Implementation Management Plan (FIMP) required by Condition [23]).
B. Further Site-specific hydrogeological guidance is incorporated into the design and implementation of sediment control measures to avoid cross flow between high groundwater levels and the sediment control ponds.
C. The design criteria and dimensions of all key erosion and sediment control structures.
A Site plan of a suitable scale to identify:
A. The locations of waterways.
B. The extent of soil disturbance and vegetation removal.
C. Any “no go” and/or buffer areas to be maintained undisturbed adjacent to watercourses/trees/etc.
D. Areas of cut and fill.
E. Locations of stockpiles.
F. The boundaries and area of catchments contributing to all stormwater impoundment structures.
G. The locations (if relevant) of all specific points of stormwater discharge to the environment.
H. Any other relevant Site information.
Construction timetable for the erosion and sediment control works and the bulk earthworks proposed.
Timetable and nature of progressive Site rehabilitation and re-vegetation proposed.
Maintenance, monitoring and reporting procedures for erosion and sediment control measures.
Rainfall response and contingency measures, including procedures to minimise adverse effects in the event of extreme rainfall events (being events resulting from a 10 year, or larger, ARI event) and/or the failure of any key erosion and sediment control structures.
Identification and contact details of personnel responsible for the operation and maintenance of all key erosion and sediment control structures.
ay. Include the process for the ongoing review and amendment of the ESCMP to maintain its effectiveness.
Flocculation Implementation Management Plan (FlMP)
[bookmark: _Ref222851615]Prior to the commencement of construction works, the Consent Holder must undertake flocculent bench testing to determine the reactivity of soils to chemical treatment within those areas of the Site where runoff is proposed to be treated by sediment retention ponds and decanting earth bunds.
[bookmark: _Ref222851555]Where soils positively react to the testing required in Condition [22], as part of the CMP, the Consent Holder must also submit an FIMP for certification. The objective of the FIMP is to manage flocculation used as part of the erosion and sediment control practices to avoid or minimise adverse effects on the environment caused by the use of chemical flocculents. The FIMP must be updated as required to meet the objective. The FIMP must include, but is not limited to:
az. A response to the conditions of this consent.
ba. Specific design details for the flocculation system.
bb. Monitoring, maintenance (including post-storm) and record keeping details.
bc. Details of optimum dosage (including assumptions).
bd. Results of any initial flocculation trial.
be. A spill contingency plan.
bf. Contact details of the person/s responsible for the operation and maintenance of the flocculation treatment system and the organisational structure to which this person must report.
bg. The process for the ongoing review and amendment of the FIMP to maintain its effectiveness.
A flocculation treatment system must be maintained as a contingency for the duration of earthworks and shall be implemented (in accordance with the FIMP) at the request of the Council.
Acid Sulphate Soils Management Plan (ASSMP)
As part of the CMP, the Consent Holder must also submit an ASSMP for certification. The objective of the ASSMP is to safely manage any discovery of acid sulphate soils during construction works. The ASSMP must be updated as required to meet the objective. The ASSMP must include, but is not limited to:
bh. A response to the conditions of this consent.
bi. The process for the ongoing review and amendment of the ASSMP to maintain its effectiveness.
Hazardous Substances Management Plan (HSMP)
As part of the CMP, the Consent Holder must also submit an HSMP for certification. The objective of the HSMP is to manage the presence of hazardous substances on Site during the construction phase. The HSMP must be updated as required to meet the objective. The HSMP must include, but is not limited to:
bj. A response to the conditions of this consent.
bk. The process for the ongoing review and amendment of the HSMP to maintain its effectiveness.
Biosecurity Management Plan
At least thirty (30) working days prior to commencement of earthworks, the Consent Holder shall submit to Waikato Regional Council, for certification, a Biosecurity Management Plan (BSMP). The BSMP shall be in accordance with Section 6.6 of the WRC’s Pest Management Plan. The purpose of the BSMP shall be to specify how the risk of a biosecurity incursion, or exacerbation of risk, is to be reduced to the greatest extent practicable during earthworks. The plan shall include, but not be limited to: 
bl. A description of the activity and the attributes that affect risk
bm. an assessment of key biosecurity risks from activities authorised by the consent, and methods used to minimise those risks to the greatest extent practicable
bn. monitoring and surveillance methods
bo. incursion response procedures
bp. record-keeping and documentation of all mitigation undertaken
bq. Identification of relevant pests and diseases of concern (including Noogoora burr)
br. Identification of biosecurity requirements, including:
1. Equipment and materials
Staff training and education
Record Keeping and Reporting
The BSMP shall be prepared by a suitably qualified person who is experienced in managing the risk of biosecurity incursions and who shall be appointed by the Consent Holder
As part of the CMP, the Consent Holder must also submit an BioMP for certification. The objective of the BioMP is to specify how the risk of a biosecurity incursion, or exacerbation of risk, is to be reduced to the greatest extent practicable during earthworks. The BioMP must be updated as required to meet the objective. The BioMP must include, but is not limited to:
bs. A response to any relevant conditions of this consent.
bt. A description of the activity and the attributes that affect risk.
bu. Identification of relevant pests and diseases of concern (including Noogoora burr) and methods used to minimise those risks to the greatest extent practicable.
bv. Monitoring and surveillance methods.
bw. Incursion response procedures.
bx. Record-keeping and documentation of all mitigation undertaken.
by. Identification of biosecurity requirements, including:
1. Equipment and materials
Staff training and education
Record keeping and reporting
bz. The process for the ongoing review and amendment of the BioMP to maintain its effectiveness.
Dust Management Plan (DMP)
As part of the CMP, the Consent Holder must also submit an DMP for certification. The objective of the DMP is to identify sources of dust and require the adoption of the best practicable option to minimise the effects of discharges to air (dust) from construction works. The DMP must be updated as required to meet the objective. The DMP must:
ca. Accord with, as a minimum, the Good Practice Guide for Assessing and Managing Dust (Ministry for the Environment, 2016)
cb. Include, but is not limited to: 
1. The practices that must be adopted during construction works to minimise all dust and particulate emissions and the potential for any dust emissions beyond the boundary of the Site that cause a nuisance. A dust nuisance will occur if:
There is visible evidence of suspended solids in the air beyond the Site boundary.
There is visible evidence of suspended solids traceable from a dust source settling on the ground, building or structure on a neighbouring site or water.
The measures that must be adopted to ensure that exposed areas have sufficient soil moisture levels at all times under prevailing wind conditions to minimise the potential for dust generation.
The use of chemical dust suppressants as a method of sealing problematic or unfinished areas if the previous methods fail to mitigate dust effects appropriately.
A requirement that, if a written request is made by the Council, the Consent Holder must carry out sealing within reasonably practicable timeframe of any problematic dust generating surfaces within the Site using hydro-seed/hydro-mulch, polymer soil stabilisers or a similar dust control product to promptly address any ongoing dust effects.
The staff who are available on-call at all times (including outside of working hours) to operate the water application system for dust suppression.
cc. Include the process for the ongoing review and amendment of the DMP to maintain its effectiveness.
Staging
Earthworks must be carried out in a staged manner and undertaken in accordance with the certified EMP. 
Advice note: See Maven plans:
“Proposed Contour Overview Plan” (Ref: C200, Rev C, dated June 2025)
“Proposed Stage 1 Contour Plan” (Ref: C201, Rev C, dated June 2025)
“Proposed Stage 2 Contour Plan” (Ref: C202, Rev C, dated June 2025)
“Proposed Stage 3 Contour Plan” (Ref: C203, Rev C, dated June 2025)
“Proposed Stage 1 Erosion & Sediment Control Plan” (Ref: C230-1, Rev C, dated June 2025)
“Proposed Stage 2 Erosion & Sediment Control Plan” (Ref: C230-2, Rev C, dated June 2025)
“Proposed Stage 3 Erosion & Sediment Control Plan” (Ref: C230-3, Rev C, dated June 2025)
“Proposed Greenway Erosion & Sediment Control Plan Stage 1” (Ref: C230-4, Rev C, dated June 2025)
“Proposed Greenway Erosion & Sediment Control Plan Stage 2” (Ref: C230-5, Rev C, dated June 2025)
“Proposed Greenway Erosion & Sediment Control Plan Stage 3A” (Ref: C230-6, Rev C, dated June 2025)
“Proposed Greenway Erosion & Sediment Control Plan Stage 3B” (Ref: C230-7, Rev C, dated June 2025)
“Proposed Greenway Erosion & Sediment Stage 4” (Ref: C230-8, Rev C, dated June 2025)
“Proposed Erosion & Sediment Control Details” (Ref: C240-1 – C240-4, Rev B, dated June 2025)
“Proposed Cut/Fill Plans (Ref: C220, C220-1 – C220-3, Rev A, dated April 2025)
Southern Solar Farm “Proposed Contours Sheets 1 – 4” (Ref: C210-1 – C210-4, Rev E, dated May 2025)
Southern Solar Farm “Proposed Cut/Fill Plans 1 – 4” (Ref: C220-1 C220-4, Rev D, dated May 2025)
Southern Solar Farm “Proposed Sediment and Erosion Control Plans 1 – 4 (Ref: C230-1 – C230-4, Rev E, dated May 2025)
Southern Solar Farm “Sediment Erosion Control Details 1 – 2” (Ref: C240-1 – C240-2, Rev A, dated April 2025)
Northern Solar Farm “Proposed Contours Sheets 1 – 3” (Ref: C210-1 – C210-3, Rev D, dated May 2025)
Northern Solar Farm “Proposed Cut/Fill Plans 1 – 3” (Ref: C220-1 C220-3, Rev D, dated May 2025)
Northern Solar Farm “Proposed Sediment and Erosion Control Plans 1 – 3 (Ref: C230-1 – C230-3, Rev D, dated April 2025)
Northern Solar Farm “Sediment Erosion Control Details 1 – 2” (Ref: C240 and C240-1, Rev A, dated April 2025)
Construction Conditions
[bookmark: _Toc148328843][bookmark: _Toc148328844][bookmark: _Toc166758107][bookmark: _Toc166758102]Pre- Start Requirements
[bookmark: _Ref152665716]The Consent Holder must appoint a single Site Manager prior to commencement of any works who must be the Council’s principal contact person in regard to matters relating to this consent. The Consent Holder must inform the Council of the representative’s name and how they can be contacted prior to this consent being exercised. Should that person(s) change during the term of this resource consent, the Consent Holder must immediately give written notice to the Council of the new representative’s name and mobile phone number.
The following pre-start requirements must take place for each stage of development:
cd. With respect to cultural finds, the Consent Holder must, at least twenty (20) working days prior to commencement of each stage of earthworks (identified in the EMP), give written notice to:
1. Representatives from Ngāti Hauā, Ngāti Hinerangi, and Raukawa and Waikato-Tainui to enable them to:
A. Clarify with the contractor the accidental discovery protocol (set out in Condition [32]).
B. Provide the names and contact details of their representatives who are to be contacted for cultural advice and guidance in the event of a discovery of any buried archaeological deposits found during the project.
C. Arrange for the inspection/s (should they so desire) of the area (before and during construction works).
The Project Archaeologist (if required) of the planned works and the site representatives and contractors details.
ce. Ten (10) working days prior to commencement of each stage of earthworks (identified in the EMP), the Consent Holder must provide the Council written evidence that any Archaeological Authorities required under the Heritage New Zealand Pouhere Taonga Act 2014 have been obtained from Heritage New Zealand Pouhere Taonga (HNZPH) if required, to modify, damage or destroy any potential archaeological sites that may be affected during the construction works. Alternatively, the Consent Holder must provide evidence that Archaeological Authorities are not necessary.
cf. At least ten (10) working days prior to commencement of construction on Site, the Consent Holder must provide to the Council:
1. An invitation to attend a pre-start meeting.
The name and contact details of the Site Manager and contractor.
The planned date, staging, and duration of construction.
cg. The Consent Holder must, at least ten (10) working days prior to the commencement of construction, invite a representative(s) of Ngāti Hinerangi, Raukawa, and Ngāti Hauā, and Waikato-Tainui to:
1. Attend the pre-start meeting.
Provide a karakia prior to the commencement of Site works.
Undertake a cultural induction for key Site personnel.
Monitor earthworks. If the invitation to monitor earthworks is accepted, the Consent Holder must ensure that the monitoring office is provided with all bulk earthworks timetabling.
ch. Prior to the commencement of activities authorised by this consent on the Site, the Consent Holder must hold a pre-constructionstart meeting that: 
1. Is located on the subject Site
1. Is scheduled not less than five (5) working days prior to the commencement of activities. with a minimum of ten (10) working days notice.
Includes: invitations to representatives from: 
A. Representatives of the contractor/s who must undertake operations on Site.
B. All technical specialists who need to be present on Site during the works to manage/monitor works (e.g. engineer/s, ecologist etc).
i. Waikato Regional Council monitoring officer(s)
ii. the site representative
iii. the contractor, and
iv. Any other party representing the consent holder
Advice Note 1:	In the case that any of the invited parties, other than the site representative does not attend this meeting, the consent holder will have complied with this condition, provided the invitation requirement is met.
Advice Note2:	Notifications required by condition (5) can be provided to the Waikato Regional Council by emailing consentmonitoringqueries@waikatoregion.govt.nz and including site detail and the resource consent reference number.
Accidental Discovery Protocol (ADP)
[bookmark: _Ref222935667]In the event that any archaeological Sites, remains, artefacts, taonga (Maaori artefacts) or kōiwi are unearthed, dislodged, uncovered or otherwise found or discovered during the earthworks (‘the discovery’), the Consent Holder must implement an ADP which must consist of the following actions:
ci. Cease works immediately in all parts of the Site affected by the discovery.
cj. Advise Ngāti Hinerangi, Raukawa, Ngāti Hauā, and Waikato-Tainui and Council within one (1) day of the discovery.
ck. Arrange for a SQEP archaeologist to attend Site to confirm if the material is archaeological in nature or involves kōiwi.
cl. Contact the NZ Police, Coroner and HNZPH as appropriate.
cm. Undertake specific preservation measures to address any discovery that includes water-logged or wet archaeological materials.
cn. Not recommence works in the parts of the project Site affected by the discovery until all necessary statutory authorisations or consents have been obtained.
Complaints Management 
That if any complaints are received by the Consent Holder regarding the effects of activities works authorised by this consent, the Consent Holder must notify the Waikato Regional Council of those complaints as soon as practicable and within no longer than one working day. When complaints are received, the consent holder must record the following details in a Complaints Log:
co. Date, time and type of complaint, including details of the incident, e.g. duration, any effects noted;
cp. Name, address and contact phone number of the complainant (if provided);
cq. Location from which the complaint arose;
cr. The weather conditions and wind direction at the time of any dust or noise complaint;
cs. The likely cause of the complaint;
ct. The response made by of the Consent Holder including any corrective action undertaken by the Consent Holder in response to the complaint; and
cu. Future actions proposed as a result of the complaint so as to avoid reoccurrence.
The Consent Holder must notify the Council of any complaint received that relates to the activities authorised by this resource consent as soon as reasonably practicable and no longer than two (2) working days after receiving the complaint.
The Consent Holder must respond to any complainant as soon as is reasonably practicable and, within five (5) working days, advise the Council and the complainant of the outcome of the Consent Holder’s investigation and all measures taken, or proposed to be taken, to respond to the complaint.
Cultural Monitoring
The following Mana Whenua groups have endorsed the CIA referenced in Condition [12]:
Ngāti Hauā Iwi Trust, representing Ngāti Hauā 
Te Puāwaitanga o Ngāti Hinerangi Iwi Trust, representing Ngāti Hinerangi
Raukawa Charitable, representing Raukawa
Te Whakakitenga o Waikato, representing Waikato - Tainui
[bookmark: _Ref162349394]The Project (including all works) shall be undertaken in accordance with the following, to reflect and implement the recommendations in the CIA:
cv. A Memorandum of Partnership or Kawenata that records a commitment to establishing a collaborative, interactive, positive, and balanced relationship exercising good faith, co-operation and flexibility and responsiveness between the Consent Holder(s) and Mana Whenua entities shall be confirmed and signed within twelve (12) months of this consent commencing;
cw. Cultural monitors shall be engaged during the project’s inception and construction phases;
cx. Any contractors involved in earthworks shall receive guidance on Ngā Iwi tikanga and protocols, including an understanding of the Accidental Discovery Protocol, which may be provided by a Mana Whenua representative or designate;
cy. An Accidental Discovery Protocol shall be established in accordance with Condition [[(8)b]prior to any land disturbance activities commencing;
cz. [bookmark: _Ref162346986][bookmark: _Ref152665705]Prior to the commencement of any construction works the Consent Holder must invite representatives from Ngāti Hauā, Ngāti Hinerangi, and Raukawa, to discuss the implementation of the relevant recommendations within the CIA.
da. The outcomes of the engagement described below in Condition [(8)e]C [(13)] shall be reported to WRC, prior to land disturbance activities commencing. 
Discovery of Archaeological Finds or Culturally Significant Finds
The consent holder must ensure that the exercise of this resource consent does not disturb any sites of archaeological value or of cultural significance to Tangata Whenua. In the event of any archaeological artefacts being discovered the works must, in the vicinity of the discovery, cease immediately and the Waikato Regional Council, Heritage New Zealand Pouhere Taonga and representatives of local iwi (where artefacts are of Maori origin) must be notified within 24 hours. Works may recommence on the written approval of the Waikato Regional Council after considering:
db. Tangata Whenua interests and values;
dc. [bookmark: _Ref221874103]Protocols agreed upon by Tangata Whenua and the consent holder;
dd. The consent holders interests;
de. Any Heritage New Zealand Pouhere Taonga authorisations;
df. [bookmark: _Ref221874297]Any archaeological or scientific evidence; and
dg. The assessment of the discovery by a registered archaeologist.
Earthworks
Prior to commencement of each stage of earthworks (identified in the EMP), the Consent Holder must submit to the Council a certificate signed by a SQEP confirming that the erosion and sediment controls have been constructed in accordance with the ESCMP. The certification of these measures must be submitted to the Council within five (5) working days of completion of construction of those measures. Information supplied, if applicable, must include:
dh. Contributing catchment area.
di. Retention volume of structure (dead storage and live storage measured to the top of the primary spillway).
dj. Shape and dimensions of structure.
dk. Position of inlets/outlets.
dl. Stabilisation of the structure.
Advice Note: An example template and the information required for the As Built Certification Statements can be found on the Waikato Regional Council website www.waikatoregion.govt.nz/earthworks.
The Consent Holder must ensure that all machinery used in the exercise of this consent is cleaned prior to being transported to the Site to ensure that all seed and/or plant matter has been removed and documented in accordance with the Waikato Regional Council document titled “KEEP IT CLEAN – Machinery hygiene guidelines and logbook to prevent the spread of pests and weeds” (June 2013).
[bookmark: 6.4.1_Cleanfill]Earthworks are to be supervised by a SQEP in accordance with NZS4431:1989. In supervising the works, the SQEP must ensure that they are constructed and completed in accordance with the approved earthworks plans (which must be appended to the EMP).
[bookmark: _Ref222935713]The Consent Holder must ensure that cleanfill imported from off-site meets the definition of cleanfill as defined by the Waikato Regional Plan, specifically:
Material that when discharged to the environment must have no adverse effect on people or the environment. This includes natural materials such as clay, soil and rock and other inert materials such as concrete and brick, or mixtures of any of the above.
Cleanfill excludes for example:
1. material that has combustible, putrescible or degradable components,
2. materials likely to create leachate by means of biological or chemical breakdown
3. any products or materials derived from hazardous waste treatment, hazardous waste stabilisation or hazardous waste disposal practices,
4. materials such as medical and veterinary waste, asbestos or radioactive substances that may present a risk to human health,
5. soils or other materials contaminated with hazardous substances or pathogens 
6. hazardous substances.
[bookmark: 6.4.2_Erosion_and_Sediment_Control]To ensure that all material imported to Site meets the cleanfill definition as outlined in Condition (54)[39], the Consent Holder must, every calendar month of all fill material imported to Site or as requested by the Council, undertake routine monitoring (including sampling if necessary) and must maintain records of the source, type and volume of all cleanfill material. These records must be made available to the Council upon request.
Sediment and erosion control
The Consent Holder is responsible for any erosion protection or control works, and associated maintenance, that become necessary to preserve the integrity and stability of all watercourses, including their margins and banks, structures, land and property as a result of the exercise of this consent. If/where erosion protection or control works become necessary, the Consent Holder must undertake these works after liaising with all affected parties (as determined by the Council). All works must be carried out in accordance with the certified ESCMP.
Advice Note: Separate resource consents may be required to undertake erosion protection or control works. The Consent Holder is advised to obtain all such consents prior to any works being undertaken.
The Consent Holder must ensure that all sediment laden run-off from the Site is treated by sediment retention structures. These structures are to be fully operational before bulk earthworks commence and must be maintained to perform at least at 80% of their full operational capacity.
The Consent Holder must ensure that all clean water run-off from stabilised surfaces including catchment areas above and around the Site is diverted away from the earthworks area/s via a stabilised diversion system.
The Consent Holder must ensure that all temporary watercourse diversion systems are designed and installed to convey flows from contributing catchment areas up to the 5% AEP rainfall event (20-year ARI rainfall event) without overtopping and must also ensure that these systems incorporate adequate protection against erosion.
The Consent Holder must maintain the stabilised construction entrance at the Site entrance point/s and must manage all traffic leaving the Site to prevent the tracking of sediment onto public roads.
In the event that any persistent sediment tracking is identified, the Consent Holder must install an appropriate wheel wash facility to prevent any ongoing sediment tracking.
Monitoring of Erosion and Sediment Sediment and Erosion Controls
The Consent Holder must ensure that all erosion and sediment controls are maintained such that optimal sediment capture efficiency is achieved at all times.
The Consent Holder must ensure that all erosion and sediment controls structures are inspected on a weekly basis a minimum of once per week and are inspected and are in good working order prior to each any forecast rainfall that is likely to exceed 20mm in 24 hours or 15mm per hour. event,  and within 24 hours of each rainfall event that is likely to impair the function or performance of the controls.
The Consent Holder must ensure that all erosion and sediment controls are inspected and are in good working order within 24 hours after occurrence of rainfall that may have impaired the function or performance of the control/s. 
The Consent Holder must carry out monitoring and maintenance of erosion and sediment controls in accordance with the conditions of this consent and the Waikato Regional Council document titled “Erosion and Sediment Control – Guidelines for Soil Disturbing Activities” (Technical Report No. 2009/02 – dated January 2009), ESCMP and must maintain records detailing:
dm. The date, time and results of the monitoring undertaken;
dn. The erosion and sediment controls that required maintenance;
do. The date and time when the maintenance was completed
dp. The type of maintenance carried out.
These records must be provided to the Council on request. WRC at all reasonable times and within 72 hours of a written request to do so.
Stockpiles
Stockpiles must be at least 30m from any Site boundary.
If the stockpile material contains silt or is erosion prone, the Consent Holder must place topsoil overtop of the stockpile before stabilisation.
If a stockpile is to be stored for longer than one (1) week, the Consent Holder must seal, mulch and stabilise the stockpile to minimise potential erosion and sedimentation. These controls are to remain until stockpiles are removed or used on site.
Stabilisation/Rehabilitation
The Consent Holder must stabilise the Site against erosion as soon as practicable and in a progressive manner as earthworks are finished over various areas (catchments) of the Site. If this cannot be achieved the Consent Holder must temporarily cover the area with a surface suitable to protect against soil erosion until such time as re-vegetation or re-grassing can occur.
The Consent Holder must monitor and maintain the Site until vegetation is established to such an extent that it prevents erosion and prevents sediment from entering any watercourse.
Discharges
The discharge of suspended solids associated with the activities authorised by this consent must not increase the concentration of suspended solids in the Waitoa River and its associated tributaries by more than 10 percent.
The point at which this will be determined is at a distance downstream of the discharge points which is no more than seven times the width of the Waitoa River and which in any instance does not exceed 200 metres from the point of discharge.
To determine compliance with Condition XX a minimum of three water samples must be collected in all relevant waterways – (1) upstream and unaffected by the activities authorised by this consent; (2) the point source discharge from the activities authorised by this consent; and (3) downstream of the activities authorised by this consent after reasonable mixing.   
All earthworks must be managed to minimise any discharge of soil, silt, sediment or sediment-laden water directly to stormwater drainage systems, watercourses or receiving waters.  In the event that direct discharge occurs, works must cease immediately, and the discharge must be mitigated and/or rectified to the satisfaction of Waikato Regional Council. 
The discharge of soluble aluminium from any area of the site that is subject to chemical treatment must not exceed 0.1 grams per cubic metre, unless site specific analysis identifies existing background levels are higher as identified within the certified ESCP.
The pH of the discharge from any area of the site that is subject to chemical treatment must not be less than 6.5, or greater than 8.0 pH units, unless site specific analysis identifies existing background levels are higher or lower as detailed within the certified ESCP.
The concentration of suspended solids in the Waitoa River, or any other water body (including modified watercourses and farm drains), must not exceed a total suspended solids (TSS) concentration of 80 grams per cubic metre as a result of the exercise of this resource consent, after reasonable mixing. This standard will apply except where the suspended solids concentration in the Waitoa River, unaffected by the activity, is greater than the standard specified. When the concentration of suspended solids in the Waitoa River, unaffected by the activity, exceeds 80 grams per cubic metre then there must not be any increase in the suspended solids concentration in the Waitoa River as a result of activities authorised by this resource consent.
[bookmark: 6.4.9_Monitoring_of_earthworks_discharge]During the construction of the greenway and until vegetation is established to such an extent that it prevents erosion and silt laden runoff generated by the greenway from entering any watercourse, the Consent Holder must install, operate, maintain and monitor an automated inline continuous turbidity monitoring system at the downstream end of the greenway outfall to the Waitoa River.
The automated system must be monitored by the Site Manager.
The automated system must trigger an alarm when turbidity exceeding 50 Nephelometric Turbidity Units (NTU) is recorded. This is based on historical correlations of 50 NTU to a TSS concentration of 80 grams per cubic metre. This turbidity correlation must be reviewed annually (and appropriately recorded in the ESCMP) to confirm the correlation between 50 NTU to 80 grams per cubic metre remains appropriate.
If the alarm is triggered, the Consent Holder must investigate, within two (2) hours, the source of the excess turbidity and identify and implement actions to ensure turbidity is reduced as soon as practicable below the trigger level.
During the first earthworks season prior to the implementation of the Greenway in Stage 4, the Consent Holder must take water samples every month during works from Stage 4 onwards from adjacent to the turbidity probe and have the samples analysed for total phosphorus at an IANZ-accredited laboratory. The Consent Holder must make reasonable endeavours to analyse water samples across the range of turbidity expected (from base flow to at least the alarm trigger value) and establish a relationship between turbidity and total phosphorus at the Site. This data must be submitted to the Council within seven (7) days of the analysis.	Comment by Steph Wilson: Unlikely to be discharges to the waterway until the Greenway construction is underway in Stage 4.
[bookmark: _Ref222935746]The Consent Holder must take samples of the discharges from all sediment retention ponds on the Site a minimum of once per month and after all rainfall events greater than 20 millimetres in the preceding 24 hours, excepting times when there are no discharges. The Consent Holder must take the samples within four hours of becoming aware of a rainfall event greater than 20 millimetres in the preceding 24 hours.
Within one (1) working day of taking any samples required by Condition [62], the Consent Holder must have those samples analysed for suspended solids and turbidity and, if flocculants are being used to treat any sediment retention pond, pH and soluble aluminium. The results of the analysis must be forwarded to the Council within seven (7) days of the analysis.
The Consent Holder must ensure that the soluble aluminium concentration of any discharge from a sediment retention pond flocculated in accordance with the certified FIMP does not exceed 0.2 grams per cubic metre.
[bookmark: 6.4.10_Winter_Works]The Consent Holder must ensure that the pH of any discharge from a sediment retention pond flocculated in accordance with a certified FIMP is not less than 5.5 or greater than 8.5 pH units.
Sampling
The consent holder must undertake a visual assessment and take water samples to determine compliance with conditions 19 and 20 respectively within 10 hours of becoming aware of a rainfall event greater than 20 millimetres in any 24-hour period. If this timeframe involves sampling at night and cannot be achieved for associated health and safety reasons, the consent holder must undertake the visual assessment and sampling as early as practicable the following morning.
To determine compliance with condition 21 a minimum of three water samples must be collected representative of each discharge point: (1) upstream and unaffected by the activities authorised by this consent; (2) the point source discharge from the activities authorised by this consent; and (3) downstream after reasonable mixing.
Within one working day of water samples being taken, the consent holder must ensure that the samples are sent to an accredited laboratory and analysed for suspended solids. The results of the analysis must be provided to the Waikato Regional Council within seven days of analysis by an accredited laboratory. 
The consent holder must have all samples associated with sediment retention ponds or decanting earth bunds which are subject to any necessary chemical treatment analysed for pH and soluble aluminium. 
There must be no vehicles or earthmoving machinery in the bed of any flowing water body at any time. 
All disturbed or cut vegetation, soil or debris must be deposited or placed in a position where it will not enter any water body or cause diversion, damming or erosion of any waterway.
Winter Works
The Consent Holder must not carry out any construction works during the winter period from 1 May to 30 September inclusive unless a request for Winter Works is approved by the Council. 
Requests to undertake construction works during the period 1 May to 30 September inclusive must be submitted in writing to the Council and must include appropriate amendments to the certified ESCMP to support Winter Works.
Advice Note: In considering a request for the continuation of winter works, the Council must consider a number of factors; including:
dq. The nature of the Site and the winter soil disturbance works proposed.
dr. The quality of the existing/proposed erosion and sediment controls.
ds. The compliance history of the Site/operator.
dt. Seasonal/local soil and weather conditions.
du. Sensitivity of the receiving environment.
dv. Any other relevant factor.
[bookmark: _bookmark37]The Consent Holder must ensure that the Site is appropriately stabilised by 30 April of each year unless Winter Works have been approved by the Council. Stabilisation must be undertaken by providing adequate measures (vegetative and/or structural and including, pavement, metalling, hydroseeding, revegetating and mulching) that must minimise erosion of exposed soil to the most practicable extent.
In the event that Winter Works are approved, earthworks must cease when periods of rainfall raise the water table to the point the sediment ponds cannot discharge (dead storage level). The appropriate rainfall event will be determined and recorded in the ESCMP.
Construction Conditions
All earthmoving machinery, pumps, generators and ancillary equipment must be operated in a manner which ensures spillages of fuel, oil and similar contaminants are prevented, particularly during refuelling and machinery servicing and maintenance. Refuelling and lubrication activities must be carried out away from any water body, ephemeral water body, or overland flow path, such that any spillage can be contained so that it does not enter surface water. 
The consent holder must ensure that all machinery used in the exercising of this consent is cleaned prior to being transported to/from the site to ensure that all seed and/or plant matter has been removed and documented in accordance with the National Pest Control Agencies A series, best practice (Code A16) guidelines, available to download from Keep it clean - machinery cleaning guidelines and handbook | Waikato Regional Council 
The consent holder must ensure that all runoff diversion systems are designed and installed to convey flows from contributing catchment areas up to the 5% AEP rainfall event (plus 300 mm freeboard after settling), without overtopping and must also ensure that these systems incorporate adequate protection against erosion.
The consent holder must ensure that, as far as practicable, all clean water run-off from stabilised surfaces including catchment areas above the site will be diverted away from the exposed areas via a stabilised system to prevent erosion. The consent holder must also ensure the outfall(s) of these systems are protected against erosion.
All diverted water must be directed to its original catchment.
Advice note: This is to ensure surface flow hydrology is maintained to the wetland
Prior to commencing any earth disturbance or vegetation removal works within 20m of the wetland, the consent holder must clearly demarcate and fence off parts of these wetlands that are located within 20m of any disturbance areas to prevent machinery from entering the wetland during any adjacent works.
Site Restoration 
The removal of any erosion and sediment control measures from any area where soil has been disturbed as a result of the exercise of this consent must only occur after consultation and written approval has been obtained from the Waikato Regional Council acting in a technical certification capacity. In this respect, the main issues that will be considered by the Waikato Regional Council include:
i. The quality of the soil stabilisation and/or covering vegetation;
ii. The quality of the water discharged from the rehabilitated land; and
iii. The quality of the receiving water.
Re-vegetation and/or stabilisation of all disturbed areas is to be completed in accordance with the measures detailed in the document titled “Erosion and Sediment Control – Guidelines for Soil Disturbing Activities” (Technical Report No. 2009/02 – dated January 2009).
The consent holder must ensure those areas of the site where earthworks have been completed are stabilised against erosion as soon as practically possible and within a period not exceeding 14 days after completion of any works authorised by this consent. Stabilisation must be undertaken by providing adequate measures (vegetative and/or structural) that will minimise sediment runoff and erosion. The consent holder must monitor and maintain the site until vegetation is established to such an extent that as far as practicable it prevents erosion and prevents sediment from entering any water body.  
All disturbed streambanks that result from the earthworks and culvert placement activities must be stabilised within five (5) working days of completion of the works. 
The re-vegetation and/or stabilisation of all disturbed areas caused by the construction of the culvert and associated access track over the culvert must be completed in accordance with the measures detailed in the document titled “Erosion and Sediment Control – Guidelines for Soil Disturbing Activities” (Technical Report No. 2009/02 – dated January 2009). 
[bookmark: _Toc148328856][bookmark: _Toc166758084][bookmark: _Toc166758086]Dust 
All earthworks activities carried out on site must be conducted and managed in such a manner as to ensure that all dust and particulate emissions are kept to a practicable minimum to the extent that there are no dust discharges beyond the boundary of the site that cause an objectionable effect.
[bookmark: _Hlk203549978]Ecological Management Plans 
[bookmark: _Hlk202276785]The objectives of the ecological management plans are to avoid or minimise any adverse effects on absolutely protected wildlife during construction and operation of the development. 
   The Consent Holder shall prepare a Bat Management Plan (BMP), a Lizard Management Plan (LMP) and a Bird Management plan for the purpose of achieving the above objectives, and generally in accordance with the Ecological Solutions Ashbourne Ecological Management Plan dated November 2025 and in sufficient detail to satisfy WRC that each plan will achieve the conditions of this consent. 
  Each Management Plan shall be prepared by appropriately qualified and experienced ecologist/s and submitted to WRC for certification at least twenty (20) working days prior to the commencement of any construction works. 
   The Management Plan(s) shall be reviewed by the Consent Holder in accordance with (a) and (b) below and if necessary updated: 
dw. To be consistent with any authoristaion from the Director General of the Department of Conservation under section 53 of the Wildlife Act 1953, if any such authorisation is required.
dx.  At any time at the Consent Holder’s initiation.
Advice Note: Authorisations under the Wildlife Act 1953 may be required, separate to the Resource Management Act 1991 process. The purpose of this condition is to ensure consistency between any authorisation and the content of the Management Plans.
  The purpose of any review under Condition 78 shall be to identify whether any changes to management procedures contained within the Management Plans are required to achieve the objectives of the Management Plan.
  During any review of the Management Plans, the Consent Holder shall consider:
dy. Any outcomes of survey monitoring data produced to date
dz. Any actual or potential adverse effects identified during monitoring which are demonstrably a direct effect of the Consented activities.
ea. Whether any adverse effects which may have arisen are already appropriately addressed in the consent conditions and Management Plans.
  The consent holder shall summarise the outcomes of any Management Plan reviews that result in proposed changes/updates to the Management Plan(s). Any updated Management Plan(s) shall be certified by WRC.
Bat Management Plan (BMP)
A Bat Management Plan to satisfy the objective in Condition 75 and address the recommendations contained in Section 4 of the Ecological Solutions Ashbourne Ecological Management Plan dated November 2025 shall be prepared and implemented by a Department of Conservation‐recognised competent bat ecologist across the site. The Bat Management Plan shall include the following details:
eb. Tree removal protocols for the removal of potential bat roost trees
ec. Guidance for the elements of bat sensitive artificial lighting design
ed. Guidance for artificial roost box design, installation, maintenance and protection.
Lizard Management Plan (FMP)
 A Lizard Management Plan to satisfy the objective in Condition 75 and address the recommendations contained in Section 5 of the Ecological Solutions Ashbourne Ecological Management Plan dated November 2025 shall be prepared and implemented by a Department of Conservation‐recognised herpetologist across the site. The Lizard Management Plan shall include the following details:
ee. Lizard management before and during vegetation removal within any areas deemed lizard habitat.
ef. Methodology for capture and relocation of indigenous lizards 
eg. Identification of a suitable lizard release site and guidance on the habitat enhancement/protection measures to be implemented at the release site. 
Bird Management Plan 
 A Bird Management Plan to satisfy the objective in Condition 75 and address the recommendations contained in Section 3 of the Ecological Solutions Ashbourne Ecological Management Plan dated November 2025 shall be prepared and implemented by a suitably qualified ecologist across the site. The Bird Management Plan shall include the following details: 
eh. Vegetation removal shall take place outside of the peak bird breeding season (September to February inclusive).
ei. Methodology for vegetation clearance if cannot be achieved outside the bird breeding season.
ej. Methodology for if active bird nests of native birds are detected.
Fish Management Plan (FMP)
 A Fish Management Plan to satisfy the objective in Condition 75 and address the recommendations contained in Section 6 of the Ecological Solutions Ashbourne Ecological Management Plan dated November 2025 shall be prepared and implemented by a suitably qualified ecologist across the site. The Fish Management Plan shall include the following details: 
ek. Methodology for the pre-works fish capture and relocation.
el. Methodology for watercourse dewatering fish capture and relocation.
em. Methodology for excavation fish capture and relocation
en. Methodology for fish handling and transfer to release site.
eo. Identification of a suitable release site.
[bookmark: x__Hlk149634131][bookmark: _Toc166758112]As-built Certification Statements
Advice Notes
· 
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